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This report inmrizes thoex~perimental work an the
stad of two inqsnma bjets.

The first part of the report deswibas the .me1opmnt
end ap•licatSon of teauziquss for establistMg phmw boudaries
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the tentative locations of pba. bouaaries at 70o, a n -
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also at 50OF is In program.

The secon pert of the report in uses the progress In
eperimental development of mgmesiu-bease &alls with low
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strength and high formability. A major portion of the develop-
ment work was duted to a contliuid st* of n.aesiM-21z-
certla alloys. nfomation is presented to dmonstrate that
an attractive combination of mechlnical properties my be ob-
tained over a reasonably vwi range'of zinc and ¢a-rm can-
centrations. Warm rollU of abeet, followed by a stress
relieving heat .reatment, prodwed the mozst favorable awecsni-
cal propertios. Details of two wacesaful e for
introducing zirconium in magnesium are described.
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INTRODUCTION

The activities of this research program were directed

toward a study of two individual problems:

1. Location of phase boundaries at various temperature

levels in the solid state for the magnesium corner of

the magnesium-lithium-aluminum and magnesium-lithium-

zinc systems.

2. Development of magnesium-base alloys with a relatively

low total alloy addition for the purpose of providing

a combination of good formability, toughness and

moderate strength.

The locations of alpha and beta phase boundaries and

the identification of phases present in adjacent phase fields as

influenced by temperature changes in the solid state were topics

of principal interest in the phase boundary study. Initial work

described in this report was at the 7000F and 500 OF temperature

levels. The experimental methods selected for establishing phase

boundaries were microscopic examination, electrical resistivity

measurements at the elevated temperature of interest and x-ray

diffraction at the elevated temperature of interest. The most

formidable problem encountered in the investigation was the pre-

vention of a loss of lithium from the surface of specimens and

a general reaction between the specimen and its surrounding

atmosphere during long holding periods at 700OF required to ap-

proach equilibrium conditions. Some progress was made in

minimizing the effects of these conditions at 7000F. This was
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accomplished at the expense of a major share of the time spent

on the problem. Microscopic examination was the most immediately

applicable technique and was the method used in obtaining the

results presented in this report.

A limited amount of previous work had indicated the

possibility of an improvement in ductility and toughness of

magnesium base alloys with small amounts of alloy additions

(called dilute alloys for brevity) compared with present day

commercial alloys. The basis for proceeding on the problem was

the belief that a favorable combination of ductility and strength

would be obtained with some dilute composition containing one or

more of the elements zinc, cerium, zirconium, calcium, titanium

and possibly nickel, copper and thallium. In addition, it was

believed that the maximum capabilities of these dilute alloys

would be achieved with some combination of hot, warm, straight

and cross-rolling procedure, followed by a heat treatment to pro-

dues an extremely fine, equi-axed recrystallized grain structure.

Encouraging results with an alloy nominally magnesium-0.8 zinc-

0.2 cerium led to the more detailed investigation described in

this report of variations in composition and thermal treatment

for alloys in this system.

WAX T 52-141 2



CONCLUSIONS

1. Phase Boundary Study

a. The phase boundary locations determined by the micro-

scopic examination method at the 7000F isotnermal for

the magnesium-lithium-aluminum ant magnesium-lithium-

zinc systems were considered tentative, subject to

verification by more detailed study. The tentative

evidence, however, indicated an extensive range of the

alpha and particularly the beta phase field in the

magnesium-lithium-zinc system. These phase fields

were more restricted in the magnesium-lithium-

aluminum system.

b. The most effective method used to minimize the con-

ditions of a loss of lithium and a general surface

reaction of the specimen with the surrounding atmos-

phere during extended periods at 700?F consisted of a

thorough mechanical abrasion of the extruded surface

of the sample and protection with double charcoal re-

fined, welding grade helium.

s. The extent of tne effects of loss of lithium and Sur-

face attaek of samples heated at 500oF or below was

not significant. No investigation was made of tem-

peratures between 500 and 7000F to establish the

threshold temperature at which these effects became

appreciable.
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2. Dilute Alloy Study

a. A Combination of relatively high strength properties

and elongations exceeding 20% in 2 inches was obtained

for a group of magnesium-zinc-cerium alloys in a region

of concentrations ranging from approximately 0.7 to 1.3%

zinc and 0.25 to at least 0.4% cerium.

b. The most beneficial sheet preparation was oonsisteltly

the warm rolled and stress relieved procedure. This

combination produced an extremely fine, equi-axed, grain

structure.

o. Two procedures were used successfully to prepare mag-

nesium-zirconium binary alloys. These methods intro-

duced zirconium as dense zirconium tetrachloride and

as zirconium sponge. The maximum concentration ob-

tained was 0.76% zirconium.
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RECOMMENDAT IONS

1. Phase Boundary Study

&. It is recommended that the location of phase boundaries

by the microsoopic method be continued at 700 and 500,

and extended to the 300, 200 and 150OF temperature

levels in the magnesium-lithium-aluminum and magnesium-

lithium-zine systems.

b. Continuation of development of the techniques of elee-

trical resistivity and x-ray diffrastion is recommend-

ed to provide supplementary techniques for phase

boundary locations.

2. Dilute Alloy Study

a. Additional work on alloys in the magnesium-zino-

cerium system is recommended in view of the promising

mechanical properties exhibited by some alloys.

b. A survey of the mechanical properties In the magnesium-

zirconium and magnesium-zinc-ziroonium systems is re-

commended.
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MAGNESIUM-LITHIUM BASE TERNARY ALLOYS

PHASE BOUNDARY STUDY

Melting and Casting Magnesium-Lithium Base

Ternary Alloys

Melting and Castirg Technigue

The design, construction and operation of equipment

for melting and casting magnesium-lithium base alloys in a com-

mon atmosphere of argon was described in the Summary Report for

1949(l). This early melting and casting of magnesium-lithium

base alloys for phase boundary studies was made in an apparatus

constructed of plain carbon steel. It was found that non-

metallic inclusions were present in ingot and extruded microstruc-

tures, being more pronounced in the higher lithium content alloys.

Although the identity of the inclusions was not established, it

was considered that the most probable source of this condition

was direct pick-up from the surface of the plain carbon steel

crucible, stir rod and mold of theapparatus. In order to mini-

mize this condition, the equipment was reconstructed, using fer-

ritic stainless steel for all parts exposed to liquid melt.

Two modifications of the original operating procedure

were made. These were:

1. Superheat all melts to a minimum temperature of 1400OF

2. Use an increased length of settling period after the

final stirring operation.

A detailed description of the experimental procedure for melting

and casting magnesium-lithium base ternary alloys is given in

Appendix I.
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As a general observation, the alloys melted and cast

with the ferritic stainless steel apparatus gave evidence of a

consistent improvement in the degree of freedom from non-metallic

inclusions compared with melts prepared in the. plain carbon steel

construction. Observations also indicated that the increased

fluidity of the melt caused by a higher temperature of melting

and the increased length of settling time resulted in an improve-

ment in ingot quality.

Investigation of the Use of Flux in Meltinp Procedure

Two heats were made as the beginning in a study of the

effectiveness of using a flux to promote better separation of

metal and non-metallios. In this work ferritic stainless steel

crucibles, molds and stirring rods were used in the equipment for

melting and casting in an inert atmosphere. In both heats 50

grams of a lithium chloride-lithium fluoride mixture was used

having a solidification range above the pouring temperature of

the magnesium-lithium alloy. Intended compositions of the two

alloys, the flux additions and the recovery of metal are given in

Table I.

TABLE I

INTENDED COMPOSITIONS OF ALLOYS, FLUX MIXTURES
AND METAL RECOVERY IN PRELIMINARY STUDY OF USE

OF FLUX IN MELTING OPZRATION

Intended Intended Flux Metal
00~ston Addition Recovery

Alloy M LIM 1 Percent

L-91 8,12 89.0 11.0 6 gin. 44 gin. 90.5
L-92 9.0 90.0 10.0 10 40 92.8
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The melting schedule for L-91 and L-92 was as follows:

1. Oharge components in crucible, seal apparatus and flush

with tank argon for 10 minutes.

2. Melt down under approximately 2 psi. pressure of argon.

3. When molten stir for 1 minute.

4. Superheat to 14500F and stir for 1 minute.

5. Cool slowly in furnace to 12209F and pour.

In each case the flux solidified above the pouring tem-

perature of the alloy and remained in the crucible when the charge

was poured. For alloy L-91, however, the flux appeared to be

viscous and adhered to the stirring rod. It is believed that the

higher range of LiCl (20%) was more useful than the lower range

(12%).

On the basis of this experience six additional heats

were prepared using 10 gin. of LiCl and 40 gin. of LiF as a flux.

The procedure used in preparing these alloys was the same as was

used in preparing L-91 and L-92. Table II contains a list of these

alloys together with their intended compositions and the recovery

of metal.

Microscopic examination of these alloys indicated that

the addition of a flux reduced the number of non-metallic inclu-

sions. Alloy L-161 was exceptionally clean in comparison with

other alloys of similar compositions. The remainder of the alloys

compared favorably with the best alloys prepared without a flux.

Alloy L-160 was superheated to a temperature of 15200F, but the

increase in temperature did not produce a cleaner structure. As
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TABLE II

INTENDED COMPOSITION OF ALLOYS AND METAL RECOEBY
PREPARED WITH A 10 LITHIUM CHLORIDE40 LITHITM

FLUORIDE FLUX

Metal
Int ended osmlgfle. Recovery

Alloyv U I I& U. Xn Pereent

L-116 30 87.1 2.9 10.0 86.1

117 30 82.3 2,7 15,0 86.1

118 30 77.4 2.6 20.0 92.0

160 8 71.1 8.9 20.0 88.0

161 10 81.8 8.2 10.0 93.6

162 10 80.0 8.0 12.0 87,2

a disadvantage, the cleaning of the crucibles after pouring was

difficult when flux additions were made. It is believed, however,

that this disadvantage could be overcome to some extent by re-

heating the crucibles and pouring out most of the flux. This

procedure was not investigated. It was decided that the addition-

al time involved in preparing a flux heat and in cleaning the ap-

paratus after completing the heat was not Justified by the general

order of improvement resulting from the treatment. This decision

was influenced considerably by the consistent improvement in ingot

quality resulting from using ferritic stainless steel equipment,

using practices favoring better separation of non-metallios from

the melt and from more experience in the technique of preparing

the alloys.
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MAGNESIUM-LITHIUM BASE TERNARY ALLOYS PREPARED

Selection of Compositions

An initial series of magnesium-lithium-aluminum and

magnesium-lithium-zinc alloys was selected arbitrarily near anti-

cipated locations of phase boundaries. As evaluation of composi-

tions proceeded, new compositions were selected closer to phase

boundari es.

Allot ChX -Ing Components

Alloy charging components were the purest meta1cm avail-

able. These metals are identified with respect to physical state

and purity:

1. Magnesium - re-distilled, high purity crystals supplied

by the Dow Chemical Company. The analysis

of one shipment of this metal was as fol-

lows, weight percent:

Al 0.003 Ni 0.001 Zn 0.01

Ca 0.01 Pb 0.01 Mn 0.002

Cu 0.001 Si 0.01

Fe 0.001 Sn 0.001

2. Lithium - purified lithium ingot, supplied by Dow

Chemical Company, Magnesium Division,

Midland, Michigan. No analysis was fur-

nished with the ingot shipment. The concen-

tration of sodium, believed to be the prin-

cipal impurity, was 0.02%, as determined by

flame photometer analysis.
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3. Aluminum - high purity notched pig, supplied by

Aluminum Research Laboratories, Aluminum

Company of America, New Kensington, Penn-

sylvania. Specified as 99.99% aluminum, the

following analysis was supplied:

Cu = 0.0038% Xg 0.0009%

Fe = 0.0007 Na = 0.0001

Si = 0.0014 Ca = Not detected

Mn = Not detected

4, Zinc - Horsehead Special (99.99 + % Zn) pig, sup-

plied by Belmont Smelting and Refining Works,

Inc., 330 Belmont Ave., Brooklyn, N.Y.

Guaranteed purity was:

Pb = 0.006% maximum

Fe = 0.005% maximum

Cd = 0.004$% maxi

Sum of Pb, Fe and Cd 0.01%

4Aljos Melted an ~

A oomplete list of the intended compositions and chemi-

cal analyses, where determined, of all magnesium-lithium base

ternary alloys melted and cast is given in Table XIX, Appendix II.
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E•RUSION r MNANESIUX-LITHIUM BASE

TERNARY ALLOYS

Puropgse at Extruson

Extrusion was selected as a means of mechanical detor-

mation of experimental magnesium-lithium base alloys for the fol-

lowing reasonst

1. To provide a reproducible method oa thoroughly working

the cast structures under controlled conditions of der-

ogtation. It was anticipated that the uniformity of

phase distribution and the eventual approach to equilib-

rium conditions would be enhanced by a reduction ap-

proaching 100%.

2. To provide a method of mechanical working of complex

cast structures too brittle to work by rolling, forging,

swaging or drawing.

Homogenization of Billets t= Extrusion

Prior to extrusion ot 1-1/2 inch diameter ingots to

1/8 in. diameter rod, it was a standard practice to homogenize

the ingots 48 hours at 5000F. The ingots were given several coats

of Dow-Corning 993 silicone varnish (50% solids) before heating.

This method of surface proteetion was not entirely successful and

in some cases the ingots were severely oxidized at sites of break-

down of the coating. It was necessary to discard these alloys and

to develop a more suitable means of protection during the cycle.

The possibility of using an English proprietary mixture
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OKeepbryteO(a) as a means of providing protection was investigated.

This material produced an extremely adherent, glass-like surface

coating at 5000F. The mixture was applied to ingots that were

preheated for 10 minutes in an electric resistance furnace con-

trolled at 5000F. This length of time was sufficient to heat the

Ingots to a temperature that would fuse the OKeepbrytel and form

an adherent coating. The ingots were then returned to the furnace

for a 48 hour treatment at 5000F. Experience with this material

indicated that excellent surface protection was given to most

magnesium-lithium base alloys homogenized 48 hours at 50007. It

was found, however, that alloys containing large amounts of both

lithium and zinc (greater tman 10%) were not protected from attack

by the mixture. These same alloys suffered severe damage at 500'F

when coated with Dow Corning 993 silicone varnish prior to homo-

genization.

As a result of these observations, it was decided to use

"NKeepbrytel for surface protection during homogenization of all

magnesium-lithium base alloy billets except those containing both

lithium and zinc in concentrations greater than 5% of each com-

ponent. It is planned to homogenize future high lithium-high zinc

alloys after sealing each alloy individually in a tightly capped

steel pipe.

Excerimental Procedure for Extrusion

The extrusion of magnesium-lithium base alloys was car-

ried out by the direct method, using a small laboratory-scale

(a) Trade name of a material supplied by Kasenit Lt'd., 7 Holyrood
Street, London S.E. 1. The material Was reported to consist of
essentially boric acid with a small percentage of ferric oxide.
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extrusion press. Originally, the equipment was mounted in a South-

wark-Emery testing machine having a maximum available force of

50 tons. The equipment was modified to permit operation on a 125

ton Watson-Stillman hydraulic press, resulting in the following

improvements?

1. The greater available force permits extrusion of com-

positions which could not be extruded in the 50 ton

capacity arrangement.

2. Lower extrusion temperatures are permitted.

3. There has been a significant improvement in surface

quality and straightness of the 1/8' diameter extruded

rod.

A standardized procedure was established whereby the

alloys were extruded to 1/8 in. diameter rod at the lowest tem-

perature possible with the force available using an extrusion

ratio of IW44 to 1 - a reduction in cross-sectional area of over

99%. The process of extruding experimental alloys was acceler-

ated by preheating billets in a muffle furnace controlled at 500OF

for 10 minutes prior to charging for extrusion.

A summary of the extrusion conditions for all magnesium-

lithium base ternary alloys extruded for phase koundary study is

given in Table XIX, Appendix II.
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CHEMICAL ANALYSIS OF MAGNESIU1M-LITHIUM

BASE TERNARY ALLOYS

Methods of gguantitative Ana~lsi

Procedures used for the quantitative determination of

lithium, aluminum and zinc in magnesium-lithium base alloys were

obtained from the Dow Chemical Company. Initial determinations

of lithium were made with a gravimetric method. Later, a Perkin-

Elmer Flame Photometer, Model 52A, was obtained and a majority of

the lithium determinations reported were made by this instrument.

Oecasional checks by the gravimetric method were made, showing

close agreement between the two methods. Determinations of

aluminum and zinc were by gravimetric methods.

A summary of all quantitative determinations-of lithium,,

aluminum and zinc is given in Table XIX, Appendix II.
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MEMALLOGRAPUIC STUD OF MAGM SIUK-LITBIUN BASE ALLOT

PASE BOUNDARIES

Generail~to and Procedure for dtud

Experimental work on the application of the microscopic

method of locating phase boundaries in the magnesium-lithium-

aluminum and magnesium-lithiu*.-zino systems was emphasized almost

to the eablusion of the x-ray diffraction and electrical resis-

tivity methods. It was considered probable that the microscopic

method would be the most readily adaptable and informative of the

th ree methods for initial locations of phase boundaries. The

prinoipal application for the other two methods was to supplement

and possibly confirm microscopic data, providing auxiliary methods

to investigate controversial detail*.

The general procedure of the microscopic examination

method used in this initial phase boundary work was:

1. Prepare samples of 1/8 in. diameter rod extruded from

ingots homogenized at 5007F to a reduction in cross-

sectional area of over 99% at the lowest temperature

permitted by the available force of the extrusion

equipment.

2. Heat samples at 7000F and 5006F temperature levels to

achieve equilibrium conditions, using a protective at-

mosphere to minimize attack of samples at these elevated

temperatures. A sufficient length of sample was used to

provide material for microscopic examination and ehemical

analysis.
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3. Quench rapidly to rooe temperature in kerosene.

1. Mount transverse and longitudinal sections of the heat

treated rod in a plastic material at room temperature

and without pressure to minimize the possibility of

destruction of the elevated temperature conditions in

"the quenched samples.

5. Examine the microstruotures and with the aid of suitable

etohants determine phases present and relative amounts.

6. Determine by chemical analysis the concentration of

lithium, aluminum or zinc in the samples found to be

near phase boundaries.

7. On the basis of the microscopic examination and chemical

analysis select new compositions of alloys closer to

phase boundaries for preparation and evaluation.

Metall ogaphic Technique

A detailed description of the metallographie procedures

for magnesium-lithium base alloys Is summarized In Appendix IV.

Develooment of Methodse t.r T119ZMA. TrVMI ofj AIlors

The development of a successful procedure for obtaining,

at room temperature, a structure representative of high tempera-

ture equilibrium in magnesium-lithium base alloys was a major

problem In the application of the microscopic technique to the

phase boundary study. Three individual approaches to the problem

of sample protection during heat treatment were:

1. Design and construction of a specimen container to hold

a number of specimens in an inert atmosphere in order to
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attain equilibrium conditions at elevated temperatures.

An important requirement of the design was to permit

rapid transfer of samples from the fixture to a quench-

ing medium.

2. Development of a procedure to seal samples in Pyrex

tubes for protection during heat treatment.

3. Evaluation of the use of a proprietary mixture OKeep-

bryte" (see the discussion on homogenization of ingot

structures p. 7 ) for surface protection during heat

treatment.

A discussion of the development of each method is given

below.

1. Development of a Specimen Container for Heat Treatment

Initial work on this development was described in

the last Summary Report(l). Experimental work on the

original holder machined from a block of aluminum alloy

20 was discontinued after repeated efforts to obtain an

effective seal for the protective atmosphere were un-

successful.

The design of a specimen holder was changed to

provide chambers for 16 samples in a single, cored and

cast block of Alcoa #356 aluminum alloy. An inert at-

mosphere was distributed to each chamber by means of a

common manifold, cored into the cast block. A single

seal to retain the specimens and the protective atmos-

phere was provided. An assembly drawing of the specimen
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container is shown in Fig. 1. The bottom of the con-

tainer was sealed with a single gasket held between the

container and the bottom by a steel retainer plate.

Rapid ejection of the specimens was accomplished by re-

moving a steel wedge to release the latch holding the

retainer plate. Specimen ends were seated in small

graphite spacers to prevent physical contact with the

chamber walls and to facilitate rapid removal during

the quenching operation.

An electrical resistance furnace was constructed

for use with the container. The furnace core, an

alundum tube 59 inside diameter and 120 long, was

mounted vertically in an insulated steel shell with

provision for openings at both ends. The specimen con-

tainer assembly was suspended in the furnace tube by

means of a steel frame. At the completion of the heat

treatment cycle the furnace bottom was removed and the

specimen container was lowered to a position where it

was opened to discharge specimens into a quenching bath.

Initial operation of the container in 96 hotvruns

at 7000F, using tank helium as a protective atmosphere,

indicated that a general surface attack of specimens

was related to the rate of flow of the helium into the

container. A more severe attack with a greater flow of

helium was considered evidence of the action of a minor.

extent of impurities in the gas. On the basis of these
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Ke. Detals , riare Z

1. SveOGAen Gontgner, a single casting, Alcoa 356

alley.

2, Atnmolhere Inlet, 1/8' standard steel pipe.

3. Specluen Chambers, 16 holes 9/320 diameter, 20

deep, 13/320 between centers.

4. TheaocouDle Wel, 5/32' diameter, 2' deep.

5. Atmosphere DIstribution lanifold, 2' x 1-3/411 x

1/2', 3/80 radii at corners, 1/20 diameter

center bulb.

b. !d .I.U Plte, stainless steel, 2-7/8' x

3" x 1/8", secured with six No. 8-32 x 1/2'

long stainless steel machine screws.

7. Gasket, copper-asbestos sandwich type.

8. Container Bottom Block, Alcoa 356 alloy, 2-1/20

x 2' x 1/2' •

9. Latch Shaft drill rod, 3/1b6 diameter x 3' long.

10. Latch We§, stainless steel, 3' x 3/t" x 1/8'.

11. BottoM Retainer Plate. stainless steel, 2-7/8' x

2-3/8' x 1/801 position adjusted with six No.

8-32 x 1/20 long machine screws.

12. Latch stainless steel.
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FIG. 1.
SPECIMEN CONTAINER FOR HEAT TREATING MAGNESIUM-LITHIUM BASE TERNARY
ALLOYS FOR MICROSCOPIC EXAMINATION SCALE � 3/4 SIZE

RENSSELAER POLYTEGNIC INSTITUTE
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observations a purification train was assembled and in

operation the rate of flow of the inert gas was adjusted

to a minimum.

The train consisted Of (1) a mercury -deal safety

valve on the input end of the train leading from the

tank pressure regulator, (2) a Milligan bottle contain-

ing concentrated sulfuric acid, (3) a tube furnace opera-

ting at 1200eF containing calcium chips, (4) a second

tube furnace operating at 3200F containing lithium foil,

and, (5) a mercury manometer on the output end of the

train leading to the specimen container. Comparison of

samples heat treated in the aluminum container with and

without the gas purification train indicated that the

train had little effect upon the amount of surface at-

tack. The use of the train was discontinued.

Continued operation of the container for heat treat-

ment of samples, using tank helium as an atmosphere-in-

dicated that results comparable to the method of sealing

samples within Pyrex tubing were obtained.

Repeated use of the apparatus at 700OF caused ex-

cessive distortion of the aluminum castirgin the region

of the latch mechanism and eventually prevented rapid

release of heat treated samples. It is believed that

this problem would be minimized by the use of steel in

all highly stressed members of the apparatus. Work on

this equipment was halted temporarily because it was
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found that the method of sealing samples in Pyrex for

protection during heat Vreatment offered an immediate

and acceptable solution to the problem of preparing

samples for microscopic study.

2. Development of Procedure to Seal Samples in Pyrex Tubes

for Protection During Heat Treatment

A procedure was developed to protect magnesium-

lithium base alloys during heat treatment by sealing

within Pyrex tubing. Samples of 1/8 in. diameter ex-

truded rod approximately 3 in. long were cut, identified

by stencilling and placed within 1/4 in. inside diameter

thin wall Pyrex tubing. Physical contact between the

samples and the tubing was prevented by means of a small

washer on each end machined from spectrographic carbon

electrodes. A thin, spherical bulb, approximately 1/2

in. diameter was blown on one end of the Pyrex tube to

facilitate fracturing and rapid ejection of the specimen

during quenching. A photograph of a Pyrex tube, sample

and washers and a completed sample sealed within the

tube is shown in Fig. 2.

A preliminary investigation was made to determine

the type of atmosphere to seal within the tubes in order

to obtain the most proteetion during heat treatment.

Three types of atmospheres were studied:

a. The tube was evacuated by means of a small mechan-

ical vacuum pump. The exact magnitude of the pree-
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PYREX TUBE

UN-RFAT7D SAMPLE
WITEn GRAPHITE SPACFRS

SAMPLE Z-,ALFD WITFIN
INERT ATIOMPF.RE

Figure 2

Illustration of the Pyrex tube blank, sample and end washers
and completed sample sealed in tube for protection during heat
treatment of magnesium-lithium alloys.
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sure was not measured but was estimated to be of

the order ;,f 0.1 sm. of mercury.

b. The tube was alternately evacuated and flushed with

tank argon for a series of three cycles and even-

tually sealed to leave a slight positive pressure

of argon within the tube.

0. The same general procedure as for argon was applied

using double charcoal refined helium of a guaranteed

purity of 99.99% helium.

The results of this study using alloy L-21 (magnesium-

11.85% lithium) and a heat treatment of 24 hours at

7000F indicated that the helium atmosphere provided

better sample protection than the other two methods.

The least protection was provided by the evacuated

atmosphere.

The following standard procedure for sealing samples

within Pyrex was then established and used in all routine

heat treatment of magnesium-lithium-aluminum and mag-

nesium-lithium-zinc alloys.

a. Use samples of 1/8 in. diameter extruded rod 3 in.

long. This sample length provided ample material

for a transverse and longitudinal section for

microscopic examination and for chemical analysis

after heat treatment.

b. Insert sample with graphite washers on ends into

tube. Alternately evacuate and flush with helium
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three times.

c. Seal the assembly under a slight positive pressure

of helium within the tube.

3. Evaluation of Sample Protection Afforded by OKeepbrytel

As a result of the favorable action of the pro-

prietary compound OKeepbryte* in protecting billets

during homogenization at 500OF prior to extrusion, an

auxiliary investigation was made to determine the suit-

ability of this material for protecting 1/8" diameter

extruded rod specimens at 7OOF in preparation for micro-

scopic examination. An alloy particularly susceptible

to damage during heat treatment at 700eF was selected

for trial (alloy L-90, charge 223, magnesium-ll.4'

lithium-20.0 zinc).

Six specimens were heated to approximately 4000F

and plunged into "Keepbryte" powder. This operation was

repeated four times in the hope that the coating would

be more continuous. The specimens were then heated 24

hours at 7000F in air and quenched in kerosene. It was

found that the coating had not provided complete pro-

tection and that attack of the specimens proceeded in-

ward from these sites of coating breakdown.

No additional work with "Keepbryte" during heat

treatment of specimens for microscopic examination was

carried out.
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Selection of Method for j Po ction D urln_ 4_t TreAtMent-

The method of protecting magnesium-lithium allOys by

sealing within Pyrex tubing was selected as the standard procedure

and practically all alloys examined microscopically were processed

by this method. This decision was based to a considerable extent

on the fact that the Pyrex tubing method was satisfactory and

could be applied immediately without additional development to

accelerate the heat treatment program. The tedioup nature of the

sealing process compared to the aluminum container method wao not

a serious obstacle in practice.

A comparable degree of sample protection was provided

by the Pyrex tubing procedure and the aluminum container. Botjh

methods were successful for practically all ranges of ospo4ttons

studied in the two ternary systems for temperatures up to 50VIP.

Heat treatment of specimens at 700F resulted in a conqiqtent ob-

servation of a depletion of the beta phase in the surfaae of

specimens and a sub-surface reaction appearing much like an $nter-

nal oxidation. The depth of penetration of these conditions was

more pronounced the higher the concentration of lithium and the

longer the time of heat treatment.

In most samples of alloys heat treated by either pro-

cedure at 700O', the center structurels not damaged by the treat-

ment. The microscopic examination and chemical analysis of this

structure was the basis for proceeding on the metallographic por-

tion of the investigation of phase boundaries. It was disturbing,

however, to know that these surface conditions result to a signif-
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icant degree in the alloys containing a large amount of lithium

and zinc or lithium and aluminum. A considerable amount of time

was spent in an effort to find the cause of the trouble and to

overcome the difficulty.

More recent information on the optimum procedure for

using helium as a protective atmosphere, obtained in connection

with development of the electrical resistivity apparatus for phase

boundary study (see p. 62), indicated that an improvement in the

resistance to surface reaction was provided by polishing the sample

with fine emery paper prior to heat treatment in a helium atmos-

phere. This may indicate that the problem of surface attack is

related to conditions existing on the extruded surface of the

sample prior to heat treatment. Work on this aspect of the prob-

lem is in progress.

Experimental •PcedUrg for H Treatment 9L g for Mcro-

scoaic Study

Samples of magnesium-lithium base alloys sealed in Pyrex

tubing were heat treated for microscopic study in an electrical

resistance furnace. The furnace temperature was controlled with

a Wheelco "Capacitrol" Model 224.

During heat treatment, Pyrex tubes were held in a mas-

sive block of aluminum in order to minimize temperature fluctua-

tions. The block accomodated 14 tubes. A chromel-alumel thermo-

couple was passed through a small hole in the door of the furnace

and Its hbt Junction was held rigidly against the aluminum block.

The chromel-alumel thermocouple was calibrated against a platinum,
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platinum-rhodium thermocouple standardized by the National Bureau

of Standards. Sample temperatures were measured with a Brow

Potentiometer, Model 1117. When the furnace was controlling at the

700SF temperature level the average sample temperature was 695sF,

with a maximum observed temperature variation of plus or minus 70Y

and an average variation of plus or minus 40F. At the 500oF temper-

ature level the average sample temperature was 4950F, with maximum

and average temperature variations approxi.idW the same as at the

7000F level.

At the conclusion of the heat treatment the pyrex tubes

were removed from the block, transferred rapidly to a quenching

bath, fractured and dropped into the bath. Kerosene was used as

the quenching medium for practically all samples. In several oases

where water was used for quenching, a distinct reaction between the

sample and water was observed and the use of water was abandoned.

The kerosene bath was retained in a massive steel crucible and had

a volume of approximately 1 liter. Pyrex tubes were crushed against

the top flange of the crucible and specimens dropped into the kero-

sene. The average elapsed time between removing the tubes from the

furnace and immersion in the kerosene was three seconds. The kero-

sene bath was used at room temperature.

From mierostruotural observations kerosene was found to

be effective in preserving the phase relationships at the tempera-

ture of quenching. In a few isolated specimens, however, evidence

of precipitation from solid solution was observed. An example of

this condition is shown in Fig. 11 for alloy L-90 (magnesium-9.9%
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lithiuM-20.2% zinc) heat treated 24 hours at 700OF and quenched in

kerosene. In these eases it was suspected that the rate of quenehy.

ing may have been ret~rded by the kerosene temperature rising to am

appreciable degree above room temperature and to a delay in transfer

from the furnace to the quenching bath. Subsequent study indicated

that this suspicien was correct.

Tentative Determination of . & Tre••ment Time

Auxiliary metallographle studies were made to determine

a tentative time for heat treatment of samples at 5000F and 7000F.

The object of this work was to select a length of time to be used

as a standard treatment of all samples, at a given temperature,

such that conditions would be obtained to provide a close approach

to equilibrium for the tentative location of phase boundaries in

Doth systems studied.

A study was made to compare the degree of approach to

equilibrium for samples heat treated 24 and 72 hours at 7000F,

respectively. Alloys used for this work, together with treatments

used and microstructural observations are listed in Table III. The

longer time of treatment was carried out in Pyrex tubes and the

shorter time of treatment in the aluminum container. Comparing the

72 hour and 24 hour heat treatment times, microstructures in the

centers of specimens of alloys appeared practically identical with

respect to relative percentages of phases present. A slightly

greater degree of beta phase agglomeration and a small amount of

grain coarsening was evident after 72 hours. An example of these

observations is given in Figs. 3, 4 and 5 comparing the miorostruo-
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TABLE III

SUMMARY OF ALLOYS, TREATMENTS AND MICROSTRUCTURAL
OBSERVATIONS IN A STUDY TO ESTABLISH A HEAT TREATMENT

TIME FOR TENTATIVE PHASE BOUNDARY LOCATIONS

Phases Present
IntendedC - ondtion and

Composition Heat Estimation of
and (Chemical Treatment Relative Amounts

Extrusion Analyges)i Time Temp. Percent
Alloy Charge -{gji Li p Ext Id. L&I Aj " Beta Third

L-42 179 15 6.1 2.0 A.E. - - 80 20 -
(5.32)(2.o4) 24 700 80 20 -

72 700 80 20 -

L-49 183 17 5.6 4.0 A.E. - - 80 20 -
24 700 80 20 -
72 700 80 20 -

L-50 184 17 5 6.0 A.E. - - 85 15 -
(5:50)(5.6) 24 700 85 15 -

72 700 85 15 -

L-84 218 30 3.2 2.0 A.E. - - 100 - -

24 700 100 - -
72 700 100 - -

L-85 219 30 3.1 4.0 A.E. - - 100 -
24 700 100 - -
72 700 100 - -

L-162 290 10 8.0 12.0 A.E. - - 45 "5 10 KgLiZn
(7.0)(1201) 24 700 60 1 XgLiZn

6 500 0 40 20 MgLiZn
12 500 40 4o 20 MgLiZn
40 500 4o 40 20 MgLiZn
48 500 40 40 20 MgLiZn
72 500 40 40 20 MgLiZn
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"- * ' Zor'i.-orated but there was little
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as a result of the increased time
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tures of specimens in the as-extruded and heat treated conditions.

The only significant difference produced by the longer time at 7000F

was to extend the depth of a surface layer depleted in the beta

phase and to extend the condition which appears like an internal

oxidation.

On this basis of these observations the heat treatment

of 24 hours at 700OF was chosen for all alloys in both systems.

This decision was considered justified because (a) the 24 hour

treatment produced a sufficiently close approach to equilibrium for

the purpose of the initial location of phase boundaries by the

microscopic method, and, (b) the degree of surface attack of speci-

mens and loss of lithium from the specimen increased as the heat

treatment time was lengthened.

An investigation was also made to establish an acceptable

time of heat treatment at 500*F for the initial study of phases

present at this temperature. The intended composition of the alloy

selected for this study was magnesium-8 lithium-12 zinc (L-162,

charge 290). Alloy L-162 contained three phases in both the as-

extruded condition and after 24 hours at 7007F heat treatment.

These phases were alpha, beta and a phase tentatively identified

as MgLiZn. Samples of alloy L-162 were sealed in Pyrex tubes in

an atmosphere of helium, held 6, 12, 40, 48 and 72 hours at 500*F

and quenched in kerosene. As shown in Table III microscopic examina-
tion indicated that all treatments produced a structure containing

approximately 40% alpha, 40% beta and 20% XgLiZn phases. After

heat treatment for 48 hours the microstruoture had retained the
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typically extruded stringer-like distribution of alpha and beta

phases. The extruded structure was practically eliminated in the

sample heat treated 72 hours and the microstrueture s a uniform,

equi-axed mixture of the three phases. There was no evidence of a

significant degree of sample surface attack during the heat treat-

ment at 5000F. From the results of this study; 72 hours was seleo-

ted as a standard heat treatment time for magnesium-lithiumozind and

magnesium-lithium-aluminum alloys in the initial study of phases

present at 5000F.
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Phase Boundaries in Msaaesium-Lithiu-Aluminum S.euee

The miorostructures of 57 alloys in this system were

examined after heat treatment at 7000F and some of these alloys

were examined after heat treatment at 5000F. In all oases the

heat treated and as-extruded conditions of the same alloy were

compared in order to fellow the appearanee or disappearance of

a phase at elevated temperature. A summary is given In Table IV

of the alloy intended compositions, ehemieal analyses when deter-

mined and estimation of phases present at 5000F and 7000?. Ten-

tative looations of phase boundaries for the magnesium corner of

this system at 700'? are shown in Fig. 6.

It is to be emphasized that the locations of phase

boundaries In Fig. 6 are tentative, subject to additional inves-

tigation with new compositions and verification. The broken lines

in Fig. 6 represent probable locations, estimated from evidence too

limited in extent for more definite placement. The identification

of the phase designated AlLi is tentative, awaiting the completion

of an x-ray diffraction study of intermediate phases for verifica-

tion. The anticipated extension of the phase, designated MgI 7A11 2

In the binary magnesium-lithium system, into the ternary system

is indicated in Fig. 6 as a solid solution of magnesium, aluminum

and lithium.

No phase relationships were plotted for the 500OF tem-

perature level beoause the extent of investigation at this tem-

perature had not provided a sufficient amount of data.

The only known literature on the constitution of ternary
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TABLE IV

SUMMARY OF MAGNESIUM-LITHIUM-ALUMINUM ALLOY INTENDED
COMPOSITIONS, CHEMICAL ANALYSES AND MICROSTRUCTURAL

EVIDENCE OF PHASES PRESENT AT 50001? AND 700OF

Phases Present

Condition and
Heat Estimation of

Intended Treatment Relative Amounts
Alloy Extrusion 0A Time Temi._ Peroent

Charg ggositio As &4t& Beta Other:

L-19 153 19.0 5.0 -
(4.87) - A.E. - - 100 - -

72 500 100 - -
72 700 100 - -

L-20 151 11.5 8.0 -

(7.7?) - A.E. - - 50 50 -
72 500 50 50 -
72 700 50 50 -

L-92 261 9.0 10.0 -
A.E. - - - 100 -

(1-,.9) - - 24 700 - 100 -

L-91 260 8.1 11.0 -
A.E. - - 20 80 -

(10.5) - - 24 700 10 90 -

L-21 157 7.3 12.0 -

(11.85) - A.E. - - 100
24 700 100

L-4"3 175 5.7 15.0 -
(15.15) - A.E. - - - 100 -

72 500 - 100 -
96 700 - 100 -

L-130 268 20.8 4.5 2.0
A.E. - - 100 - -

24 700 100 - -

L-54 188 17.0 5.8 2.0
A.E. - - 100 - -

(5.4)(1.9) - 2J4 700 100 - -

L-120 284 9.8 9.0 2.5
A.E. - - 50 50 -

24 700 50 50 -
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TABLE IV, Cont'd.

Phases Present
Condit ion and

Heat Estimation of
Intended Treatment Relative Amounts

Extrusion oei1ion As Time Temp. Percent
Alloy _gh XgJLf k[ Ext'd. Alf) Bet O

L-I21 258 8.3 10.5 2.5
(9.9-
9.8) - A.E. - - 20 80 -

(9.7) - - 24 700 15 85 -

L-122 259 7.1 12.0 2.5(11 .b-
11.9) - A.E. - - - 100 -
(10.8) - - 24, 700 - 100 -

L-131 269 31.3 3.0 3.0
A.E. - - 100 - -

24 700 100 - -

L-52(a) 189 17.0 5.6 4.0
(4.9) - A.E. - - 100 - -

72 500 100 - -
72 700 100 -..

L-56(a) 191 15.0 6.0 /4.0
(4.7)(3.87) A.E. - - 100 - -

72 500 100 - -
72 700 100 - -

L-123 253 10.3 8.5 4.0
(8.0.
7.9)(5.9) A.E. - - 40 40 20 AlLI

(7.14)(6.7) - 24 700 60 40 -

L-142 279 7.73 11.0 4.0
A.E. - - 40 o0 10 AlLi

(1O.3)(6.o) - 2 700 25 75 -

L-150 262 3.80 20.0 4.0
A.E. - - 100 -

700 - 100 -

(8.41)(4165) A.E. - - 40 40 20 AlLi

72 500 40 14.0 20 AMLI
72 700 50 50 -

(a) Notes at end of table.
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TABLE IV, Oont 1 d.

Phases Present

Condition and
Heat Estimation of

Intended Treatment Relative Ameunts
Extrusion copnsitien As Time Tern1 * Percent

_____j Chrg Xcj L Extid. ME& Ugil

L-22(a) 154, 8.0 10.6 5.0
(10.2) (4.65) A.E. - - 10 87 5 AlLi

96 700 5 95 -

L-124 254 7.3 11.5 5.0
(10.o)(5.6) A.E. - - 20 70 10 A1Li
(1O.3-(5.3) 214 700 30 70 -
10.3)

L-58 193 6.0 13.6 5.0
(12.6)(5.o6) A.E. - - - 100 -

96 700 100 -

L-74(b) 207 99.0 0.9 6.0
A.Eo - - 100 - -

(o.8)(5.o) - z4 700 100 - -

L-71(b) 204 30.0 3.0 6.0
A.E. - - 100 - -

(3.)(4. - 24 700 100 - -

L-53 192 17.0 5.5 6.0
A.E. - - - -

72 700 100 - -

L-57 196 15.0 5.9 6.0
A.E. - 1 100 - -

(5.2)(5.o) - 21 700 100 - -

L-139 276 10.0 8.5 6.0
)A.E. - 55 ý50 10 AML

(8.3)(6.4) AE 70 59 0 1 AlLi

L-128 255 6.5 12.5 6.0
A.E. - - - 85 15 AILi

(11.o)(4.8) - 24 700 - 100 -

L-151 263 3.7 20.0 6.0 A.E. - - - 90 10 AILi
24 700 - 100 -
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TABLE IV, ContId

Phases Present
. ondition and.

Neat Estimation of
Intended Treats Relative Amounts

Extrusion omolition As Tine T . Percent
AL , Cr a t. LI A2 - (o a Beta Other

L-148 265 5.2 15.0 7.o0 A.E. - - - 80 20A Li
(14.2)(6.1) 24 700 - 100 -

L-l4O(b) 277 -7.5

A.Es. - - 85 - 15 Mg17
(8.1) - 2 700 85 - 1A5 l12

L-II (b) 278 91.0 1.0 8.0
A.E. - - 100 - -

(0.9)(6.3) - 241. 700 100 - -

L-129 252 6.14 12.5 8.0
A.E. - - 80 20ALi

(10.8)(7-5) - - 700 1 90 9 AlLi

L-152 .264 3.6 20.0 8.0
A.E. - - 90 10 AlLi

(19.2)(8.2) - 2 700 - 100 -

L--149 266 5.1 15.0 9.0
A.E. - - - 75 25 AILi

(13.7)(9.3) - 2L4 700 - 85 15 AILI

L-135 273 - 10.0
A.E. - - 70 - 30 Mg17

L-136 27l4, 29.0 3.0 10.0 A.E. - - -50 35 15 IL3(9.0-(9.8) - 24 700 50 3-5 30 XIL1
8.8)

L-132 270 17.0 5.0 10.0
A.E. - - - -

(4.7)(lO.2) - 214 700 93 - 5 AILM
2 M91 7

Al 1 2
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TABLE IV, Cont d

Phases Present
Condition and

Heat Estimation of
Intended Treatment Relative Amounts

Extrusion Omposition. As time Temp. Percent
A Charge M/Li Li Al ) (OF) Alha Beta Other

L-133 271 14.0 6.0 10.0
A.E. - -...

(5.5)(7.6) - 24 700 90 - 10 AlLi

L-134 272 11.9 7.0 10.0
A.E. - ....

(6.7)(8.2) - 24 700 90 - 10 AlLI

L-27 159 10.0 8.2 10.0
A.E. - - 45 20 35 AMLI

72 500 50 10 40 AlLI
72 700 45 20 35 AIMA

L-23 155 8.0 10.0 10.0
A.E. - - 33 33 33 AlLI

72 500 35 35 30 AlLi
72 700 35 35 30 AlLi

L-3.26 256 6.8 11.5 10.0
A.E. - - 15 70 15 AlLi

(10.8)(1O.o) - 24 700 20 65 15 AlLI

L-59 194 6.0 12.9 10.0
A.E. - - 60 40 AlLi

72 500 - 65 35 AMLi
72 700 - 65 35 AMLI

L-144(b) 281 23.3 3.5 15.0
A.E. - - 80 - 20 Mg17A112

(2.8) (15.1) - 24 700 70 - 30 M 12

L-143 280 16.0 5.0 15.0
A.E. - -. .

(4.8)(15.4) - 24 700 80 - 5 AlLi,
15 Mg1 7

Al1 2 .

L-31 235 10.0 7.8 15.0
A.E. - - 90 - l0AlLI

(7.1)(12.5) - 24 700 90 - 10 AlLI

luxO TR 52-41) ~40



TABLE IV, Contid

Phases Present
Condition and

Heat Estimation of
Intended Treatment Relative Amounts

Extrusion ComDosition As Time Temp. Percent
Alloyj Charge MgL Li Al' Ext'd. (Hr') 01P Alpha Beta Other

L-24 156 8.0 9.4 15.0
A.E. - - 40 25 35 A1Li

72 500 40 25 35 AlLi
72 700 40 25 35 AMLi

L-127 257 6.7 11.0 15.0
A.E. - - 30 35 35 AMLi

24 700 38 38 24 AMLi

L-60 195 6.0 12.2 15.0
A.E. - - 30 50 20 AMLi

500 25 50 25 AMLi
72 700 40 30 30 AILi

L-153 287 4.7 15.0 15.0
A.E. - - - 70 30 ALi

(13.9)(15.8) - 24 700 - 70 30 AlLi

L-155 285 3.3 20.0 15.0
A.E. - - - 90 10 A1Li

(18.9)(16.0) - 24 700 - 90 10 AMLi

L-146 283 21.9 3.5 20.0
A.E. - - 50 - 50 Mg1 7

A11 224 700 'o - .50 v17Al1 2

L-145 282 15.0 5.0 20.0
A.E. - - 60 - 40 X9l7

A11 2
(4.6)(23.3) - 24 700 70 - 30 Mg17

A11 2

L-32 233 10.0 7.3 20.0
A.E. - -. .

(6.8)(17.2) - 24 700 90 - 10 AlLi

L-25(a) 161 8.0 8.9 20.0
(8.54)(18.9) A.E. - - 80 - 20 AlLi

500 80 - 20 AMLi
700 80 - 20 AILi
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TABLE IV, Cont'd

Phases Present

Condition and
Heat Estimation of

Intended Treatment Relative Amounts
Extrusion ,oosition As Time Temp. Percent

Alloy Chrge L Al Ext'd. r lh Beta Other

L-61 234 6.0 11.4 2o.o
A.E. - - 33 33 33 AlLi

(9.2)(20.3) - 24 700 40 40 20 AILi

L-154 286 4.3 15.0 20.0
A.E. - - -60 40 ALi

(12.9)(21.3) - 24 700 5 60 35 A1Li

Notes:

(a) The estimation of phases present for the alloy in this tabula-
tion is different from results reported in Monthly Progress
Reports. Re-examination of these alloys after more experience
was gained in metallographic specimen preparation indicated a
consistent tendency to over-estimate the relative amount of the
phase believed to be AlLi.

(b) The samples for the alloy were protected by "Keepbryte" during
heat treatment and were not sealed in Pyrex tubes.
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50

45 LEGEND
SYMBOL MEANING

0 SINGLE PHASE ALLOY

40 ATWO PHASE ALLOY

7 00 F 0THREE PHASE ALLOY

SECTION OPEN SYMBOLS REPRESENT INTENDED
COMPOSITIONS OR ANALYSES OF AS
EXTRUDED SAMPLES.
CLOSED SYMBOLS REPRESENT

V\\ ANALYSES OF HEAT TREATED SAMPLES.

ALH ABPTA+M AL MG AL

MGO\/AL

520 25 30 35 40 45 50

WEIGHT PERCENT ALUMINUM

FIGURE 6

APPROXIMATE LOCATIONS OF PHASE BOUNDARIES IN THE MAGNESIUM CORNER
OF THE MAGNESIUM-LITHIUM-ALUMINUM SYSTEM AT 700°F. THE IDENTIFI-
CATION OF THE PHASES DESIGNATED ALLI AND MG17AL12 IS CONSIDERED
TENTATIVE.
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magnesium-lithium-aluminum alloys is the Russian work of Shar&ai(2).

In order to oompare more directly with the present work, Shamrails

752oF (4000C) section was replotted in terms of weight percentage

of elements and the results are shown in Fig. 7. Since the des-

criptive portion of the Russian work was not available for trans-

lation into English the intended accuracy of the results is not

known and the exact significance of the broken-line phase boun-

daries is unknown. The legend of the phase identification, using

Roman numerals as given by Shaurai, was derived from consideration

of the positions of phases.

In comparing the results presented in Figs. 6 and 7, it

is emphasized that the present work is considered tentative. In

addition, the 52OF temperature difference in sections plotted

should be noted. Up to this time, our experimental work has not

recognized the phases designated by Shaurai as A1Li 2 and KgA1 2Li.

As noted in the x-ray diffraction section of this report a study

is in progress to establish a means for identifying these and

other phases possibly encountered in the system. A significant

difference between the two plots is in the extent of the beta

and alpha plus beta phase fields. Possibly a portion of this

difference could be attributed to the difference in temperature

of the respective sections through the ternary systems. A more

specific comparison is not considered Justified on the basis of

the information at hand.

An examination of alloys for the 500OF section is in

progress. New compositions have been selected for preparation
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and evaluation on the basis of the microscopic evidence at 7000F.

These compositions have been chosen to assist locating the boun-

daries between the following phase fields:

beta and beta plus AlLi

alpha and alpha plus Mg1 7A11 2

alpha plus Mgl All2 and alpha plus AILLi plus M 17 AI1 2

alpha plus AILi and alpha plus AlLi plus Mg1 7AI1 2.

In addition, compositions have been selected to extend the study

to higher lithium and aluminum concentrations.

WAMl TM 52-41 6



Phase Boundaries in the Ma~nesium-Lithium-Zinc System

The microscopic examination of alloys in this system

was conducted in a manner similar to the examination of magnesium-

lithium-aluminum alloys and simultaneously with that evaluation.

The microstruetures of ternary alloys in this system examined up

to this time contained one or more of three phases - alpha, beta

and an intermediate phase believed to be MgLiZn. The identity of

this intermediate phase is considered tentative, awaiting the com-

pletion of an x-ray diffraction study of intermediate phases for

verification. The phase MgZn was observed in a binary magnesium-

b zinc alloy but its presence was not recognized in the ternary

alloys studied up to this time. A summary of the results of micro-

scopic determination of phases present in 48 alloys at the 700OF

temperature level is given in Table V. Tentative locations of

phase boundaries for the magnesium corner of this system at 700OF

are shown in Fig. 8.

As noted for the magnesium-lithium-aluminum system, the

phase boundary locations in Fig. 8 are considered tentative. None

of the alloys in this system prepared and examined at this stage

of the study revehled a sufficient amount of the phase MgZn to aid

in establishing a metallographic identification procedure.

Microscopic examination of alloys for the 5000F section

was started but the results obtained were considered too limited

for reporting at this time.

As can be seen from Table V some of the alloys in the

as-extruded condition revealed a significant extent of an inter-
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TABLE V

SUMMARY OF MAGNESIUM-L7THIUM-ZINC ALLOY INTENDED
COMPOSITIONS, CHEMICAL ANALYSES AND MICROSTRUCTURAL

EVIDENCE OF PHASES PRESENT AT 7009F

Phases Present
Intended Condition and

Composition NEat Estimation of
and (Chemical Treatment Relative Amounts

Extrusion Analyses) An Time TeAp. Percent
Alloy Chrg ftL Li ZnF,1 A d ikiA Beta Othe-r

L-78 211 - - 2.0 A.E. - 100 - -
29 700 100 - -

L-79 212 - - 4.0 A.E. - - 100 - -
29 700 100 - -

L-80 213 - - 6.0 A.E. - - 90 - 10 MgZn
29 700 100 - -

L-81 214 99 1.0 2.0 A.E. - - 100 - -
29 700 100 - -

L-82 215 99 1.0 4.0 A.E. - - 100 - -
29 700 100 - -

L-83 216 99 0.9 6.0 A.E. - - 100 - -
29 700 100 - -

L-84 218 30 3.2 2.0 A.E. - - 100 - -
24 700 100 - -
72 700 100 - -

L-85 219 30 3.1 4.0 A.E. - - 100 - -24 700 100 - -
72 700 100 - -

L-119 249 30 3.0 8.0 A.E. - - 70 - 30 MgZn or
MgLiZna

(2.5)(8.5) - 24 700 100 - -

L-164 292 30 3.0 8.0 A.E. - - 90 - 10 MgLiZn
(2.5)(7.8) - 24 700 90 - 10 MgLiZn

L-116 246 30 2.9 10.0 A.E. - - 50 - 50 MgZn b
(2.3)(10.0) - 24 700 85 - 15 Melted

a. Notes at end of table.
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TABLE V, Centtd

Phases Present
Intended Condition and

Composition Heat Estimation of
and(Chemical Treatment Relative Amounts

Extrusion 4nalreeL) As Time Temp. Percent
Alloy Li Zn~ Ext'd. (3r ( 41- Aph Beta Othier

L-I17 247 30 2.7 15.0 A.E. - - 60 - 40 !4gZn or
MgLiZna

(2.2)(15.0) - 24 700 80 - 20 MgLiZn

L-118 248 30 2.6 20.0 A.E. - - 50 - 50 MgLiZn
(2.1)(21.9) - 24 700 60 - 40 MgLiZn

L-48 182 17 5.8 2.0 A.E. - - 100 - -

(4.7)(1.6) - 29 700 100 - -

L-49 183 17 5.6 4.0 A.E. - - 80 20 -

24 700 80 20 d
72 700 80 20 d

L-50 184 17 5.5 b.0 A.E. - - 85 15 -
(5.0)(5.6) - 24 700 85 15 d

72 700 85 15 d

L-42 179 15 6.1 2.0 - - - 80 20 -
(5.32)(2.04)A.E. 24 700 80 20 -

72 700 80 20 -

L-"5 180 15 6.0 4.0 A.E. - - 85 15 d
(5P5)(3.6) - 24 700 85 15 d

L-46 181 15 5.9 6.0 A.E. - - 75 25 d
24 700 75 25 d

L-111 245 15 5.8 8.0 A.E. - - 85 10 5 MgLiZn
(5.2)(3.6) - 24 700 90 10 -

L-112 250 15 5.6 10.0 A.E. - - 80 - 20 MgLiZn
(4.8)(9-2) - 24 700 85 15 -

L-113 267 15 5.3 15.0 - - - - - -

(4.6)(14.7) - 24 700 55 30 15 MgLiZn

L-114 251 15 5.0 20.0 A.E. - - 50 - 50 MgLiZn
(3.9)(20.5) - 24 700 70 - 30 MgLiZn

L-33 174 10 8.9 2.0 A.E. - - 40 60 -
24 700 40 60 -
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TABLE V, Cont'd

Phases Present
Intended Condition and

Composition Heat Estimation of
and (Chemical Treatment Relative Amounts

Extrusion Analyses) As Time Temp. Percent
Alloy Charge- i Zn Ext'd. (H ( Beta Othfer

L-34 173 10 8.7 4.0 A.E. - - ýO 70 -
24 700 30 70 -

L-35 172 10 8.5 b.0 A.E. - - 45 55 -
237 29 700 40 60 -

L-36 171 10 8.4 8.0 ..- -.
16b (8.2)(7.96) A.E. - - 30 65 5 MgLiZn

29 700 30 70 -

L-161 289 10 8.2 10.0 A.E. - - 40 60 -
(7.4)(10.5) - 24 700 40 60 -

L-162 290 10 8.0 12.0 A.E. - - 45 45 10 MgLiZn
(7.0)(12.1) - 24 700 39 60 5 MgLiZn

L-109 244 10 7.8 15.0 - - - -
(16.1) - A.E. - - - 18 80 ppt. +

5 MgLiZne
(15.8)(18.2) - 24 700 - 35 b5 ppt.c

24 700 - 60 40 ppt. 0

L-163 291 10 7.3 20.0 A.E. - - 35 35 30 MgLiZn
24 700 35 45 20 MgLiZn

L-37 170 8 10.9 2.0 - - . .. .
(10.9)(2.03) A.E. - - - 100 -
(10.2) - - 29 700 - 100 -

L-38 169 8 10.7 4.0 . . . .. .
(10.65) - A.E. - - - 100 -
(9.9) - 24 700 - 100 -

L-40 167 8 10.2 8.0 A.E. - - 90 - 10 MgLiZn
(8.7) - - 29 700 100 - -

L-158 293 8 9.8 12.0 - - - - -
(11.7) A.E. - - 10 85 5 MgLIZn

(8.4)(12.8) - 24 700 10 90 -

L-159 294 8 9.5 15.0 A.E. - - 90 10 MgLiZn
(96)(11.2) - 24 700 - 100 -
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TABLE V, Conttd

Phases Present
Intended Condition and

Composition Heat Estimation of
and (Chemical' Treatment Relative Amounts

Extrusion Analyges) As ime. Temp. Percent
Alloy Charge Mg£I LŽI Zn Ext'd. (Hr) Alpha Beta Oter

L-160 288 8 8.9 20.0 A.E. - - - 70 20 MgLiZn,I0 ppt.c

(7.0)(20.0) - 24 700 3 85 12 MgLiZn

L-96 238 7 12.3 2.0 A.E. - - - 100 -
(lO.5)(1.8) - 24 700 - 100 -

L-97 239 7 12.0 4.0 A.E. - - - 100 -
(10.9) - - 24 700 - 100 -

L-98 240 7 11.7 6.0 A.E. - - - 90 10 MgLIZn
24 700 - 100 -

L-99 241 7 11.5 8.0 A.E. - - - 90 10 MgLiZn
(9.6)(7.4) - 24 700 - 100 -

L-100 24.2 7 11.2 10.0 A.E. - - - 80 20 MgLiZn
(9.8)(9.0) - 24 700 - 100 -

L-102 243 7 10.0 20.0 A.E. - - 50 20 30 MgLiZn
(6.0)(20.4) - 24 700 45 45 10 MgLiZn

L-87 220 6 14.0 2.2 A.E. - - - 100 -
29 700 - 100 -

L-88 221 6 12.9 10.0 A.E. - - - 100 -
24 700 - 100 -

L-89 222 6 12.2 15.0 A.E. - - - 100 -
24 700 - 100 -

L-90 223 6 11.4 20.0 A.E. - - - 99 5 MgLIZn
24 700 - 80 10 MgLign10 ppt.,

(9.9)(20.2) - 24 700 - 90 10 MgLiZn

a. Secondary phase finely divided and not clearly resolved.
b. Specimen showed evidence of grain boundary and eutectic melting.
e. Specimen contained a precipitate similar to that shown in Fig. 11.

The, preoipitate was found only at grain boundaries, and was believed
to have formed during quenching from tile heat treating temperature
(or during cooling from the temperature of extrusion in the as-
extruded specimen).

d. Third phase may have been present.
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mediate phase believed to be MgLiZn. After heat treatment of tftese

alloys at 7000F, the phase had disappeared. This condition is il-

lustrated in Figs. 9 and 10 for alloy L-40. In the as-extruded

condition, Fig. 9, approximately 10% of an intermediate phase,

probably MgLiZn, was present. After 24 hours at 7000F, Fig. 10,

no distinct evidence of this phase was detected and the structure

appeared to be a complete beta solid solution. The approximate

order of grain growth in 24 hours at 700OF for the single phase

beta alloys is also illustrated in Fig. 10.

A feathery grain boundary precipitation was observed

in three alloys examined. These alloys contained the order of

20% zinc and had the following chemical analyses:

L-00 magnesium-9.9 lithium-20.2 zinc

L-109 magnesium-15.8 lithium-18.2 zinc

L-160 magnesium-7.0 lithium-20.0 zinc

In the as-extruded condition alloy L-90 was found to be

practically a complete beta solid solution with less than 5% of

an intermediate phase, considered to be MgLiZn. No distinct evi-

dence of a precipitation from solid solution was observed. After

heat treating the alloy 24 hours at 700OF and quenching in kero-

sene it was estimated that the structure contained 80% beta 10%

MgLiZn and 10. of a grain boundary precipitate. This condition

is illustrated in Fig. 11. A duplicate specimen was heat treated

end quenched using the same conditions. Microscopic examination

indicated that the structure was 901% beta and 10% MgLiZn phases,

with no distinct evidence of grain boundary precipitation. It is
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Figure9

Neg: 237 Mag: 500X
Spec: =72 Etch: Picral-

Acetic,5ec

Longitudinal section of as-
extruded alloy L-40 (charge 167,
magnesiuzm-10.2 lithium-e zinc).
The structure was estimated to be
90% beta phase and 10% intermedi-

V-ate phase (believed to be M~gUZn)
located within grains and along
grain boundaries as discrete par-
ticles.

~ Figure 10

WNeg: 238 Mag: 500X
Spec: U784 Etch: Picral-

Acetic, 5 sec.

Longitudinal section from ex-
truded alloy LI-40 a fter heat
treating 24 hour's at 7000 F in a
helium. atmosphere in an aluminum
container and quenched in kero-
sene. The structure was essen-
tiallr p. complete beta solid
solution. Note the grain coarsen-

% ing.

'7~/

Figure 11

Ie:241a ag: 2000.
" - Spec: 1T718 Etch: Salicylic

5sec.

Longitudinal section from Py-
truded alloy L-90 (charge 221~
magnesium-11.4,w 1ithium-20e1 zinc)I after heat treating 24 hours Rt
700OF in aL helium at~mospherp in
an alumi~num (,ontainer and -uenched
in kerosene. Testructure WEas
estimated to be 10 'c4 primary !fi-Li.Zn
and 1O5ý of n nreci itpte p~h~s;(be-
lievod to he "-lgiZn) in a beta
matrix.
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believed that the original sample of L-90 was quenched too slowly

to retain the solid solution structure.

Alloy L-160 in the as-extruded condition was estimated

to contain 70% beta, 20% MgLiZn and 10% of a grain boundary pre-

cipitation. After heating the microstructure was estimated to be

approximately 5% alpha, 85% beta end 10% MgLiZn with no evidence

of grain boundary precipitation. In the as-extruded condition,

alloy L-109 had a microstructure of 18% beta, less than 5% MgLiZn

and approximately 80% feathery grain boundary precipitate. Heat

treatment at 700oF and quenching in kerosene produced a micro-

structure of 35% beta and 65% of the precipitated condition. The

heat treatment at 7000F was repeated and the sample was quenched

as rapidly as possible in cold kerosene. Examination indicated

that the extent of the precipitated condition was reduced to ap-

proximately 40% of the structure and the remainder was beta phase.

These observations indicated that alloy L-109 was a beta solid

solution at 700OF but that quenching in cold kerosene did not pre-

vent precipitation. Work was continued to develop a method for

more rapid quenching in an effort to substantiate this indication.

Alloys L-37 and L-38 were reported previously to con-

tain small percentages of the alpha phase after heat treatment at

700 0 F. Upon re-examination of these alloys it was found that the

alloys were completely beta solid solution. This difference in

observation was due to a misinterpretation of the etched micro-

structure. In the original examination, standard acetic picral

(see Appendix IV) was used. This solution produced a heavy, light
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to dark brown stain on the structure. Discontinuities in the

film, oarticularly along grain boundaries, revealed a light colored

phase, originally believed to be aloha phase. Repeated examination

of these two and other alloys with a variety of etchants indicated

that the alpha phase was not present.

The examination of alloys for the 500 OF section in this

system is in progress. New compositions have been selected and

are being prepared for evaluation at 700OF and 500 0 F. The need

for a more thorough study in the general region of 0-10 lithium

and 7.5-20. zinc was indicated by the results of the metallographic

survey at 7000 F. This region is oelieved to contain all phase

fields of interest in this system.

Status of Metallograohic Study and Plans for Future Work

The initial results of microscopic examination at 700OF

in both systems under investigation have indicated the need for

additional study for more precise location of phase boundaries

at this temperature. New compositions have been selected and are

being prepared for evaluation.

The microscopic examination of specimens for the 500OF

section is in progress. This work will be completed befdre start-

ing the study of additional sections in the ternary systems. The

new sections tentatively selected are 1500F, 2000F and. 3000F.

A correlation between the x-ray diffraction identifica-

tion of intermediate phases in the two systems and the identifica-

tion of phases in the microstructure is in progress. Until this

work is completed the identity of intermediate phases in the two
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systems must be considered tentative.

Although the method of sealing specimens within glass

tubing in a helium atmosphere was effective in sample protection

during heat treatment, efforts will be continued to apply the

aluminum container method for routine heat treatment. This is

considered advisable to accelerate the heat treatment program.

The investigation of a procedure of careful abrading

end cleaning the entire surface of specimens prior to heat treat-

ment is planned to determine its effect on the occurrence of the

general condition of surface attack of specimens during the heat

treatment.
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ELECTRICAL RESISTIVITY STUDY OF MAGNESIUM-LITHIUX

BASE TERNARY ALLOYS

Pu a ftht FWlsn

Equipment was designed, constructed and assembled to

adapt the technique of electrical resistivity determinations for

establishing phase boundaries in magnesium-lithium base ternary

alloys. Since the apparatus was designed to make the determina-

tions at an elevated temperature of interest, it was anticipated

that the method would be of considerable additional help in pre-

dicting the length of time required to reach equilibrium for

specimens quenched for microscopic study. This equilibrium con-

dition would be recognized when resistance values became constant

at a given temperature.

Development of Egui]2ment

The initial design, construction and testing of the elec-

trical resistivity apparatus was described in the summar Report

AF-TR•-6174(l). The essential components of the equipment were*

1. Electrioal resistance furnace and temperature control

circuit for heating specimens.

2. Specimen container, a massive block of commercially pure

aluminum to totally enclose specimens. This container

was intended to serve the dual function of retaining a

protective atmosphere around specimens and for mini-

mizing temperature fluctuations.

3. Specimen mounting block and specimen holders enclosed

in the container, with provision for mounting six speci-
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mene at one time.

4. A direct current circuit for establishing and maintain-

ing a constant value of ourrent through the specimens.

S. A potentiometric circuit for measuring the individual

potential drops across a 2 in. length of specimen and

across a reference standard resistance of 0.001 ohms.

Preliminary operation of the assembled apparatus indi-

oated that all parts performed satisfactorily except the speci-

men container. During operation, the rate of loss of the protec-

tive atmosphere from the container was considered excessive. The

entire design of the equipment was re-considered and the following

modifications were incorporated in a new assembly.

1. A new specimen container cover was made to provide for

the removal of all electrical circuit wiring and entry

of a protective atmosphere through a single tube.

2. The specimen container was fitted with a new sealing

rim to aocomodate the new container cover and to pro-

vide eight stainless steel studs for sealing.

3. A copper-asbestos sandwich-type gasket was selected as

the most appropriate means of providing an effective

seal for the specimen container cover.

4. A new system of hermetic seals was constructed for all

electrical connections. The electrical connections were

led through a steel pipe to a position sufficiently re-

moved from the container cover to permit the use of

soldered wire terminals.

WADC TR 52-41 59



5. Specimen holders were re-designed to provide greater

ease of inserting and removing specimens and an im-

proved system of current and potential connections.

Details of construction of these modifications are die-

cussed in Appendix V. A photograph of the modified container,

container cover, electrical terminal head assembly and specimen

mounting system is shown in Fig. 12. The entire apparatus for

electrical resistivity determinations is illustrated in Fig. 13.

Preliminary Operation of EQuIpment

The assembled electrical resistivity apparatus was

operated under a number of different conditions of protective

atmospheres in an effort to establish a procedure for consistently

satisfactory performance.

The first trial runs of the unit were made under condi-

tions of a positive pressure of helium being maintained during the

test period. The tank helium was first passed through a purifica-

tion train before entering the specimen container. The train con-

sisted of (1) a mercury seal safety valve on the input end of the

train leading from the tank pressure regulator, (2) a Milligan

bottle containing concentrated sulfuric acid, (3) a tube furnace

containing calcium chips at 1200oF, (4) a second tube furnace

containing lithium foil at 3200F and, (5) a mercury monometer to

measure pressure at the container input. It was believed that

this system would eliminate any harmful amounts of 02 or R20 in

the gas.

Samples of 1/8 in. diameter extruded magnesium-lithium-
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Figture 12

"1odified specimen conttainer, container cover, electrical terminal
head assembly and specimen mounting system for electrical resistivity
apparatus.
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Figure 13

Apparatus for the electrical resistivity. determination of phase
boundaries in magnesium-lithium base ternary alloys.
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aluminum ternary alloys were selected and placed in the container.

The specimen ends were filed btight to provide good contact and the

circuit operation was checked before final assembly. Container

gaskets were cut from 1/8 in. Durabla(a) sheet, a commercial as-

bestos graphite gasket material. Furnace temperature was controlled

with a Tagliabue photo-electric controller and a thermocouple in

the furnace windings. Internal container temperature was measured

with a Brown Potentiometer and a thermocouple placed inside the

container adjacent to the mounted specimens.

Before starting a run, the container was pumped down

with a Cenco HyVac' pump and thoroughly flushed with several

cubic feet of helium. The final setting left a positive pressure

of 3 lb. inside the container.

As an added precaution, a Igetter' layer of highly re-

active magnesium-lithium alloy chips was placed in the bottom of

the unit adjacent to the gas inlet pipe and covered with an as-

bestos paper disk.

The following conditions were observed during the

initial runs:

1. In each case, specimens developed a fniable 'surfaceg

layer which interrupted electrical contact before the

desired temperature of 700*F was attained.

2. The 'getter' material was completely consumed.

3. Thermal expansion loosened contacts slightly.

4. An acrid and heavy white vapor was given off when the

(a) Obtained from Troy Belting & Supply, Troy, N.Y.
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unit was flushed during operation.

The corrosion conditions may have been due to several

possible causes and it was difficult to single out the more im-

portant. Itvwas believed, however, that certain organic binders

used in the insulation and gasket materials may have been partic-

ularly harmful. On that precept, a *decontamination' run was then

undertaken in which the unit was operated without specimens at

700OF for 3 days, and flushed thoroughly with helium several times

each day. A considerable amount of volatile material was driven

off as seen by the character of the vapors flushed out. During

this operation, the brass fittings and copper in the unit developed

a dark film, but the "Varglas" insulation and bonded mica were

clean and bright.

Operation of the unit with specimens in place was re-

sumed, using the same technique as before. In addition, aluminum

foil was placed over each side of the gasket material to prevent

direct contact with the specimen container. Each time, however,

the specimens became badly corroded with a friable surface coating

and electrical contact was broken before the temperature reached

the desired 7000F. Operation of the equipment below approximately

5000F appeared satisfactory with no evidence of a significant de-

gree of specimen surface attack or opening of the electrical cir-.

cuits.

An x-ray diffraction analysis of the friable, white

powder on the specimen surfaces was made. The material was scraped

from the surface of several specimens and a sufficient amount was
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gathered to prepare a specimen for an x-ray diffraction pattern.

Analysis of the pattern revealed that the powdered surface coating

was essentially magnesium oxide. The basis for this determination

was the Hanawalt technique(l). As a cheek, a pattern of high-

purity magnesium oxide was prepared. The two patterns were iden-

tical for all practical purposes. These observations led to the

belief that unidentified impurities in the tank helium were re-

sponsible for the condition. Provision was made to pass the tank

helium through activated charcoal at the temperature of liquid

nitrogen and to use an atmosphere transmission system composed en-

tirely of copper tubing.

The completed purifying train consisted of a cylindrical

copper trap, filled with sugar charcoal, C.P., and having an inlet

and outlet pipe of 3/16 in. copper tubing. The inlet extended to

the bottom of the trap to insure thorough contact of gas and char-

coal. The size of the trap was such that it could be completely

suspended in a 2 liter, narrow neck Dewar flask filled with liquid

nitrogen. The gas was introduced directly into the trap from the

regulator and out of the trap into the specimen container.

Several trial runs were made, using the same preparation

and flushing technique as in previous runs. The ODurablal gasket

material was used and the unit was held under a positive pressure

of the trap purified helium. The liquid nitrogen trap operated

satisfactorily in that low temperatures could be maintained for

sufficiently long times. On each occasion, however; the resis-

tivity measurement was unsuccessful because specimen corrosion at
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operative temperatures above 5000F.

Inquiry revealed that the tank helium used was a double

charcoal refined welding grade with a guaranteed purity of 99.99%

helium. A typical analysis indicated that the major impurity was

0.002% nitrogen and that carbon dioxide, argon and methane were

present in much lower concentrations. As a result of this infor-

mation it was considered unlikely that the use of a charcoal-

liquid nitrogen trap for the tank helium prior to entry into the

specimen container would improve the purity of the gas and ex-

perimental work on this treatment of the helium was abandoned.

Investigation of Conditions 2L Protective AtmosPhere

An auxiliary investigation was made to obtain informa-

tion on the relative effectiveness of a number of atmosphere con-

ditions for magnesium-lithium base alloys. In this work tank

helium (99.99% helium) and tank argon (99.85% argon) were used.

A tube furnace was fitted with a cleaned Pyrex tube, 5/8 in.

diameter* one end was equipped with a removable plug (and bleed

outlet) and the opposite end was connected to the gas cylinder

with clean glass tubing. Temperature was controlled by a thermo-

couple secured in contact with the wall of the Pyrex tube. Speci-

mens containing a high concentration of lithium were selected from

the magnesium-lithium-aluminum system and were placed in the cen-

ter of the Pyrex tube length near the position of the control

thermocouple. In all cases, the entire system was flushed with

the gas used prior to inserting the specimen. The flushing was

continued several minutes after loading the specimen. Botn helium
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and argon atmospheres were used under static positive pressure

and steady flow conditions.

The results of this study produced the following ob-

servationso

1. Tank argon (99.85% argon) did not provide adequate pro-

tection with either static or flow conditions.

2. Tank helium (99.99% helium) was effective under steady

flow but not under static pressure conditions. The low

steady flow of gas may fave carried away all contamina-

ting agents as they were evolved and thereby maintained

an atmosphere of higher purity than obtained under static

conditions. Only an almost transparent grayish film

formed on a specimen under a steady trickle-flow of

helium for 48 hours. It was believed that the extent

of this film would not cause difficulty in the electrical

resistivity equipment operation.

3. Superior surface conditions were obtained by bright pol-

ishing before testing of extruded samples. This improve-

ment may be related to the removal of the as-extruded

surface and its attendant condition of foreign material

absorbed on the surface or mechanically entrained along

longitudinal die lines.

A metallographic examination of specimens exhibiting the best sur-

face protection revealed no significant depletion of lithium in

the surface zones.
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Investlkation of Specimen P-3tection with Surface Coatings

Mellor(3) reported encouraging success with the use of

a proprietary mixture called "Keepbrytem for surface protection of

magnesium-zirconium alloys. In communication with Mr. Mellor, it

was learned that "Keepbryte* is essentially boric acid with a small

amount of ferric oxide and that the mixture had been used to pro-

vide good protection for a magnesium-12 lithium-1.7 cerium alloy

during solution treatment for 24 hours at 9460F.

On this information, a series of tests were undertaken

to study the behavior of this material as a means of protecting

magnesium-lithium base ternary alloys during extended heat treatment

at elevated temperatures.

A ground mixture of 97% boric acid and 3% ferric oxide

was prepared and placed in a Monel boat. 1/8 in. wire specimens

of several alloys with high-lithium content were embedded in the

powder and given a 7000F heat treatment. After 24 hours the speci-

mens were removed and examined. Surface attack of the specimens

was not pronounced and the stencil identification of the specimens

was still readable. With these encouraging results, further trials

were made with the following results:

1. A 1/32 in. layer of the boric acid-ferric oxide mixture

affords adequate surface protection to specimens if it

is distributed uniformly and remains unbroken.

2. The surface coating remains highly viscous at the ele-

vated temperature but becomes brittle and glassy at room

temperature.
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3. Rapid heating results in severe bubbling and breaking

of the protective film.

Although specimen protection with the boric acid-ferric

oxide coating was demonstrated, application of the treatment to

the present form of the electrical resistivity apparatus was not

considered feasible. However, it is believed that this method of

protection could be applied to a technique for determining elec-

trical resistivity measurements either by direct measurement at

the temperature of interest or at room temperature on quenched

specimens.

Status of Developmen j CA P for Future C-ergtion

The most recent observations with the unit have been made

with a continuously flowing helium protective atmosphere. The re-

sult was highly encouraging in that the unit was made to operate

for a period of 7 days with a gradual temperature rise to 7120F

before circuit interruption. For this recent work, copper-sand-

wich type gaskets were used for sealing the container. Although

they were not as pressure-tight as the Durable gasket material,

there was less danger of contamination from solvents and binders.

It has also been found that the high-temperature

strength of the aluminum cylinder was not all that was desired and

the problem of studs working out of the cylinder has arisen. This

can be overcome temporarily by redrilling and tapping deeper into

the wall.

Experimental work is in progress for continued operation

of the unit at temperatures as near 700oF as can be obtained with
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continuous flow of protective atmosphere. The most effective

rate of flow of helium will be determined. It is believed that

the equipment will be useful in supplementing the observations of

microscopic and x-ray diffraction information for determination

of phase boundaries.
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X-RAY DIFFRACTION STUDIES OF MAGNESIUM-LITHIUM

BASE TERNARY ALLOYS

X Diffraction at-Elevated Temperatures

The design, construction and initial operation of an

apparatus for elevated temperature x-ray diffraction was described

in the last Summary Report(l). The intended use for this equip-

ment in the phase boundary study was to provide a means of identi-

fying the phases present at elevated temperatures and to supplement

the microscopic examination method in locating phase boundaries.

A large number of elevated temperature diffraction pat-

terns for a variety of magnesium-lithium-aluminum and magnesium-

lithium-zinc alloys were made in the course of investigating the

applicability of the method. Two major difficulties encountered

in this work were (a) protection of small (nominally 0.5 mm. diame-

ter) powder specimers from reacting with the atmosphere during ele-

vated temperature diffraction and (b) progressive loss of lithium

from the surface of specimens during diffraction. These conditions

were not serious for alloys containing lower concentrations of

lithium (the order of 5% or less) and at temperatures below approxi-

mately 5000F. The more serious character of these difficulties

with increased lithium concentrations and temperatures produced an

uncertainty in the elevated temperature diffraction results. The

progress made in x-ray diffraction program is described in the

following sections.
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Protective Atmosphere DurinK Diffraction

Commercial purity tank argon (99.8% argon) was used as

a protective atmosphere for experimental all oys in the x-ray dif-

fraction work described in the last Summary Report(l). On the

basis of a considerable amount of evidence, it was concluded that

this gas contained a sufficient amount of impurities to produce

surface attack on specimens at 7000F. This attack was more exten-

sive the higher the lithium concentration of the alloy.

An investigation was made to determine the effectiveness

of commercial purity tank helium (welding grade double charcoal

refined), 99.99% helium, in preventing specimen attack during dif-

fraction. Specimens of beta phase alloys, L-21 (magnesium-ll.85

lithium) for example, were visibly attacked to a significant de-

gree during the diffraction cycle when maintaining a constant flow

of argon through the unit. The use of helium under the same opera-

ting conditions provided excellent protection of L-21 alloy up to

7000F. The use of the helium at higher temperatures was not In-

vestigated.

In additional work using helium gas, the diffraction

camera seal was sufficiently effective to permit turning off the

helium after an initial flushing period. The protection achieved

by this procedure was only slightly less than obtained when a posi-

tive flow of helium was maintained throughout the entire specimen

heating and diffraction cycle. On the basis of these observations

it was believed that helium provided a greater degree of specimen

protection than argon and its use was adopted asetandard practice.

'afDC TR 52-_•1 72



Coefficients of Thermal Expansion of Experimental Alloys

An investigation was started to obtain coefficients of

thermal expansion of the experimental alloys. The purpose of this

work was to provide an isolation of the lattice parameter versus

composition effect from the lattice parameter thermal expansion

versus temperature effect.

Lattice parameter data for four different magnesium-

lithium-aluminum single phase alpha solid solution alloys were

plotted as a function of specimen temperature to show the thermal

expansion characteristics of the close-packed hexagonal alpha struc-

ture. The values were plotted from room temperature up to 6000F

for the alloys listed in Table VI.

TABLE VI

IDETIFICATION OF ALLOYS FOR PRELIMINARY THERMAL

EXPANSI ON STUDY

Analyses, weigbt percent

Alloy No. Extrusion No. Mg(a) Li Al-

L-51 185 (90.34) 7.64 2.02

L-55 190 (93.0) 5.1 1.87

L-56 191 (91.43) 4.70 3.87

L-57 19b (90.30) 3.56 6.14

(a) Magnesium analysis by difference.

The straight line curves obtained were in close agreement

in slope for the different alloys, with a greater slope for the co
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values than for the ao values. This indicates somewhat more rapid

expansion of the hexagonal alpha phase in the axial direction than

in the basal direction (Perpendicular to the hexagonal axis).

The average values of the coefficients of thermal expan-

sion calculated from the slopes of these curves are as follows:

For co values = 23.2 x 10-6 per OF.

For ao values = 18.1 x l0-6 per OF.

These may be compared with the average handbook values for the pure

elements at room temperature as follows:

For magnesium = 14 x 10-6 per OF.

For lithium = 31 x 10-6 per OF.

For aluminum = 13.3 x 10-6 per OF.

The average values are presented only as an indication of the ap-

proximate linear thermal expansion in the range from 75 0 F to 600OF

for several alloys differing in composition but similar in struc-

ture and in their thermal expansion characteristics.

A tentative value of 24.1 x 10-6 per OF was obtained for

the coefficient of expansion of the body-centered cubic beta phase

for the binary alloy L-21, containing 11.85% lithium balance mag-

nesium, in the range from 75 0 F to 500 0 F.

Additional Experience with Elevated Temperature Diffraction

More lattice parameters were obtained from the x-ray dif-

fraction data and it was planned to analyze the values more com-

pletely to determine the specific effects of composition and phase

structure on the coefficients of thermal expansion for the various

alloys. As the study progressed it was found that there was a
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general lack of reproducibility of lattice parameters determined

on the same alloy several months apart. The lattice parameters of

two single phase alpha. structures, for example, illustrate this

observations. These alloys were:

L-55 magnesium-5.1 lithium-1.87 aluminum

L-5b magnesium-4.7 lithium-3.87 aluminum.

All patterns for alloy L-55 were prepared in a commercial argon

atmosphere from room temperature to 6000F. The room temperature

and 300OF patterns of L-56 were prepared in a commercial argon at-

mosphere, whereas patterns at 500oF and 700oF were made in a com-

mercial helium atmosohere. It was believed that the discrepancy

in results may have been due to a loss of lithium from the metal

during storage, specimen preparation or diffraction periods. In

addition, the results of a combination of microscopic and diffrac-

tion evidence for several alloys indicated the possibility for a

complete misinterpretation of the representative structure by x-

ray diffraction where a loss of lithium from the surface of speci-

mens was not prevented.

Due to the evidence that loss of lithium occurred from

the x-ray specimen at elevated temperatures, it was believed that

a thorough investigation should be made of the degree of the loss

and methods of its prevention before results from the x-ray dif-

fraction technique could be trusted to locate phase boundaries.

Therefore, in order to devote more time to the microscopic examina-

tion method for location phase boundaries, experimental work on

the x-ray diffraction problems related to establishing phase boun-
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daries was discontinued temporarily.

Identification of Intermediate Phases by X-R Diffraction

An investigation is in progress to establish the identity

of intermediate phases encountered in the magnesium corner of mag-

nesium-lithlum-aluminum and magneslum-lithium-zinc systems. A

series of alloys was prepared, the compositions of which were in-

tended to be specific intermediate phases whose presence is antici-

pated or suspected in the phase fields of interest. A list of the

phases is given in Table VII.

TABLE VII

INTENDED COMPOSITIONS OF INTERMEDIATE PHASES PREPARED

TO SERVE AS IDENTIFICATION STANDARDS

Atomic Percent Weitin Percent

Phase g Li Al Zn 4& Li Al Zn

AlLi 50 50 21 79

AlLi2  67 33 34 66

Mg1 7 A1 1 2  57 43 55 45

MgLI 2Al 25 50 25 37.3 21.3 41.4

MgLiAl 2  25 25 50 29.9 10.3 59.8

MgZn 50 50 27.1 73.9

MgLiZn 33 33 33 25.3 7.2 t7.5

MgLi 2 Zn 25 50 25 23.4 13.4 b3.2
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Status qf Diffraction Work Mn- P f_ &IS.Me

The preparation of x-ray diffraction patterns and deter-

mination of lattice type and parameter for intermediate phases in

the magnesium-lithiu-alunilnum and magnesium-lithiua-zino systems

is in progress. At present these patterns are being determined at

room temperature. These patterns and their data characteristic of

specific phases will be used later to establish the identity of

intermediate phases in the ternary alloys in the magnesium corner

of the two systems.

Most of the intermediate phase alloys prepared contain a

large concentration of lithium and are distinctly reactive at room

temperature in air. Powdering of the brittle alloys in air and

under a bath of kerosene has been tried. These methods have not

been entirely successful and it is believed to be necessary to carry

out the entire operation of powdering, screening, mixing powders

into a paste with collodion and extrusion to a cylindrical wire

specimen in an inert atmosphere. A large dry box has been prepared

for this operation and the operation will be tried using helium as

a protective atmosphere.

In addition, it is planned to continue the study of methods

for the prevention of specimen reaction during elevated temperature

diffraction so that this method of locating phase boundaries can be

used.
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DEVELOPMENT OF LOW ALLOY

CONTHNT HIGH DUCTILITY MAGNESIUM

BASE ALLOYS

Experimental Procedure for Alloy Preparation

and Evaluation

ObJective of the Reseprch

The prinoipgl objective of this development was to pro-

duce alloys with an optimum combination of strength and forma-

bility in sheet form, using total alloying additions of the order

of one percent and some combination of mechanical and thermal

treatment.

Reut of IntM I[QA on the Problem

Initial work on this problem investigated the mechanical

properties of alloys in five separate systems:

magnesium-zinc-cerium

magne sium-aluminum-cerium

magnesium-cerium

magne sium- zir e onlum

magne sium-zino-ziroonium.

The results of the experimental work in these systems, reported

in the last Summary Report(l), gave the following indications:

1. A relatively high combination of strength, elongation

and toughness for several alloys in the magnesium-zino-

cerium system justified a more thorough study of this

system.
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2. Mechanical properties of alloys in the systems mag-

nesium-aluminum-cerium and magnesium-cerium were not

of sufficient interest to merit additional study.

3. A relatively low order of retention of zirconium in

magnesium-zirconium and magnesiun-zinc-ziroonium alloys

was encountered. It was considered, therefore, that

the mechanical properties obtained for alloys in these

two systems were not representative of the capabilities

of the systems. It was recommended that the experi-

mental work in the two systems be repeated with better

methods for the introduction and retention of zirconium.

ZElerIaental 4]J1QL 1 Preparation nad Evaluation

A major share of the experimental work described In the

present report on the general problem of developing low alloy

content, high ductility alloys was devoted to a study of alloys

in the magnesium-zinc-cerium system. Two additional methods of

introducing zirconium into magnesium were studied and were applied

successfully.

The experimental procedures used in alloy preparation

and evaluation are summarized In Appendix VI. A summary of in-

tenaed compositions, spectrographic analyses, meohanical and ther-

mal treatments for all experimental alloys prepared Is given in

Appendix VII.

A standardized procedure for alloy fabrication was

developed. This procedure was intended to survey the capabilities

of the alloys and predict compositions warranting a more complete
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study. Two methods of sheet rolling were used as specified in

the following designations:

1. hot rolling - rolling alloys at a temperature range

believed to be above the recrystalliza-

tion temperature range for the conditions

involved.

2. warm rolling - rolling alloys at an elevated tempera-

ture believed to be below the recrystal-

lization temperature range for the con-

ditions involved.

After rolling, recrystallization curves were determined for both

types of sheet and the mechanical properties were determined in

three conditions of thermal treatment. These conditions are

identified, together with the specimen nomenclature used through-

out the work in the following list:

H - hot rolled sheet

W - warm rolled sheet

s - stress relieved after rolling, at a temperature

near the lower limit of the recrystallization

temperature range for one hour.

a(L) - low temperature annealing treatment after

rolling, at a temperature near the middle of

the recrystallization temperature range for

one hour.

a(H) - high temperature annealing treatment after

rollnng, at a temperature near the upper limit
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of the recrystallization temperature range

for one hour.

A standardized schedule for sheet fabrication and testing is

given in Fig. 14. The experimental details of sheet fabrication

and testing are given in Appendices VI and VII.

Magnesium-Zinc-Cerium Alloys

Review of Previous Investigation

The results of an initial study of the mechanical

properties of alloys in this system with zinc and cerium ranges

between 0 and 1.0% were given in the last Summary Report(l). This

work indicated that the best composition in the range studied was

magnesium-0.8 zinc-0.2 cerium. The average mechanical properties

for this alloy are given in Tables VIII and IX. These data in-

dicated that an attractive combination of high elongation and

relatively high strength was produced by the procedure of warm

rolling and stress relieving. A metallographic examination of

these demonstrated that the greatest improvement In mechanical

properties was associated with an extremely fine, uniform, equi-

axed recrystallized grain structure - a structure produced by

warm rolling and stress relieving heat treatment.

These results were considered to be sufficient evidence

to warrant a more thorough study of the magnesium-zinc-cerium

system. The scope of continued investigation is given in the

next section.
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As-cast Ingots

5/81 x 30 x 7'

Homogenize

Hot Roll to 0.200" Slab

I I-]
Hot Roll to 0.060 Sheet Warm Roll to 0.064N Sheet

Det ermine
Recrystallization Curve
for Samples Heated One

Hour

Low Temperature High Temperature

Stress Relieve Anneal Anneal

Determine
Mechanical Properties

Figure 14

Standardized Schedule for Survey of Mechanical
Properties of Experimental Low Alloy Content Mag-
nesium-Base Alloys.
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TABLE VIII

AVERAGE MECWANICAL PROPERTIES OF MAGNESIUM-

0.8 ZINC-0.2 CERIUM ALLOY

Nominal
Rolling Heat Final Kips (a)
Tern * @7 Treatment Cold Der so , (a Elo ng.

SAlloy Hot Wrm Time Temp. Reduction CTS TS UTS, in 2in.

R-b14Hs 700 - 1 600+F - 20.0 23.6 33-.0 10.0

614Ha(W ) 700 - 1 750 - 12.1 16.2 29.9 14.5
ol2Hc 700 - - - 15% 22.3 31.0 36.6 4.0

613Ws 700 400 1 600 - 14.6 24.3 34.3 21.0
669Ws

613Wa(H) 700 400 1 750 - 13.2 22.9 33.9 20.0669Wa(E)

613WO 700 400 - - 15 34.3 38.4 43.7 1.5

(a) Average of at least three samples for each condition.

TABLE IX

AVERAGE NOTCH SENSITIVITY PROPERTIES OF MAGNESIUM-

0.8 ZINC-0.2 CERIUM ALLOY

Ultimate Static
Ultimate Bend Rupture
Torque Angle Energy Strength Ductility Toughness

Alloy- In:I.Dj~@i b Factor Factor Fat

R-614Hs 19.6 80.0 22.60 0.593 6.40 0.0547
614WEa(H) 16.4 95.0 22.00 0.548 6.55 0.0507

613Ws 19.4 67.6 18.94 0.565 3.08 0.0252
6b9W@

613Wa (H) 18.7 67.8 17.99 0.552 3.46 0.0237
669Wa(H)
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S0ope of Continued Investigation of the Sste

Additional work on magnesium-zinc-cerium alloys was

divided into two parts. These were:

1. A study of the effect of small variations in zinc and

cerium using the nominal composition magneuium-0.8

zino-0.2 cerium as a base.

2. A study of the effect of large variations in zinc and

cerium with zinc additions ranging up to 3.0% and

cerium additions ranging up to 1.5%.

Inveitieation of S Variations LA LZnc W Cerium Additions

In preparation for the general evaluation of the effects

of small variations in zinc and cerium additions, a preliminary

study was made to select a temperature for hot rolling and to

determine whether or not the beneficial effects of the warm rol-

ling procedure could be duplicated by cold rolling the hot rolled

sheet prior to heat treatment. The conditions were selected to:

1. Compare the effect of hot rolling at 70001 and at

750oF on the mechanical properties, using a standard-

ized schedule for sheet preparation.

2. Compare the following two methods of finishing sheet

on the amealed and stress relieved mechanical proper-

ties:

a. Hot roll to 0.0750, heat one hour at the rolling

temperature and cold roll approximately 15% to

0.064' sheet.

b. Hot roll to 0.2006 slab and then warm roll at

WAX TE 5224114



4OOeF to 0.0640 sheet.

For this preliminary study, the composition nagnesium-0.8 zinc-

0.2 oerium was used in order to oempare the results with the

favorable mechanical properties developed by this alloy in the

previous study.

The mechanical properties from the preliminary study

are listed in Table X. For identical treatments these data in-

dicated that 700OF should be used for rolling and this tempera-.

ture was selected for hot rolling the remaining compositions of

the group.

The mechanical properties of R-613, 614 and 669, mag-

nesium-0.8 zinc-0.2 cerium from the original work on this system,

are included in Table X for comparison with the new data. Stri'bt

adherence to the belief that optimum mechanical properties would

result from a stress relieving treatment Just short of producing

recrystallization was the basis for selecting 4 00F from re-

crystallization curves in this preliminary study. This treatment

resulted in consistently lower elongations than obtained in the

original work. To check these results, the third specimen of

R-739Ws was given an additional 1 hour treatment at 6000F. It

was encouraging to find that the resulting mechanical properties

duplicated the values of R-613Ws and R-669Ws. On the basis of

this observation it is believed that the optimum condition is a

completely recrystallized, extremely fine grained internal struc-

ture. This principle was applied to all additional work on the

system.
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TABLE X

MECHANICAL PROPERTIES OF MAGNESIUM-0.8 ZINC-0.2 CERIUM ALLOYS

TO ESTABLISH OPTIMUM CONDITIONS FQR SHEET PREPARATION

Cold
Nomiaal Reduction
Rolling Prior to Heat Kips
TemD.0F Heat Treatment . 2 er sg.n. Elong.

Ally !ot Warm Treatment Tim__e Tp C TYS UTS % in 2 in.

R-739Ha 700 - 1 hr. 750*F 12.1 19.5 30.2 10.0
12.7 18.0 38.9 9.0(a)

(average) 12.5 18.5 29.7 9.7

R-739Hs 700 - - 1 400 27.4 31.8 36.7 12.0
26.3 31.1 37.1 12.0

93t8Uj ~2.l2 12.00
(average) 26.5 31.3 37.0 12.0

R~-739Hea 700 - 13% 1 750 11.3 14.2 28.5 9.0
10.7 1 .2 27.4 7.010.8 14 27. 7-91) i

(average) 10.9 14P.8 27.7 7.7

R-739Hcs 700 - 13 1 400 20.4 28.6 35.4 10.0
2o.4 28.3 35.4 1 0 0 (a)

(average) 20.5 28.8 35.6 10.3

R-739Wa 700 400 -- 1 750 12.7 19.7 31.7 10.0
13.7 19.3 31.4 9.012_.29_12a.6 01_9.

*8 9.0
(average) 13.1 i9.5 31.3 9.3

R-739Ws 700 .400 - 1 400 25.8 30.5 39.9 5.0
25.5 30.1 38.0 3.

PLUS 1 600 18.0 26.5 35.7 21.0

R.-614Ha 700 - - 1 750 12.1 16.2 29.9 14.5(0)
R-614FHs 700 - - 1 600 20.0 23.6 33.0 I0.0(0)

R-613Wa 700 400 1 750 13.2 22.9 33.9 20.0(0)
R-669Wa

a Specimen fractured through a tenaometer notch.
b Specimen given an additional treatment of 1 hr. at 6006F.

Average mechanical propertiee.
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TABLE X, Contt4

Cold
Nominal Reduction
Rolling Prior to Heat lips
Te or Heat Truement 1e-g, . Elong.

AloyTreatment j • CYS TYS-- U ., in 2 in.

R-613WV 700 400 - 1 6000? 14.6 24.3 34.3 21.0(0)
R-669We

R-738Ha' 750 - 1 750 9.2 14.9 29.4 8 . 0 (a)
9.5 14.9 29.0 8.0

(average) 9.t 51 29.
R-738Es 750 - 1 400 17.3 24.6 31.5 10.0

18.6 214.6 31.7 8.5

(average) 12 3N

R-738Hea 750 - 13% 1 750 8.1 13.4 26.2 5.7&8.7 13.0 24.8 5.o0a

(average) j J 513.22 5.7

R-7.381os 750 - 13 1 400 15.8 24.5 31.4 5.0(a)
15.8 22.7 31.6 4.o
16.0 23.6 40 L

(average) 15.9 23 31.5

R-738Wa 750 400 1 750 9.8 171.3 29.5 6.0
10.7 16.1 28.3 5 .0 (a)

(average) 16.7 29.1 5.7

R.738Ws 750 400 - 1 400 25.9 34.3 39.8 9 . 0 (a)
25.8 32.0 40.0 11.0

- 32.1 2L3.0
(average) 25-.85 32.9 39.7 7.7

(a) Specimen fractured through tensometer noteh..
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The data in Table X show that an excellent combination

of mechanical properties can be obtained by warm rolling as the

procedure prior to the final thermal treatment. Although tfe

practice of cold rolling prior to thermal treatment did not pro-

duce favorable results, it was considered that the extent of the

study was too limited to conclude that the procedure was unsuit-

able as a substitute for the warm rolling practice. At this

stage of the study it was not considered advisable to investigate

the method more completely and the warm rolling practice was con-

tinued as a standard condition.

A series of 15 compositions in the nominal range mag-

nesium-0.8 zinc-0.2 cerium was melted and cast. The intended

compositions and spectrographic analyses of these alloys are

listed in Table XI. Since the analyses were different from the

intended compositions the results of the study are presented and

interpreted in terms of these analyses. It was found that the

most informative analysis of the data was obtained by.- considering

the mechanical properties in relation to the ratio of cerium to

zinc. The average mechanical properties of warm and hot rolled

sheet are listed according to the cerium/zinc ratio in Table XII.

The condition of high temperature annealing was removed as a

variable in the evaluation because of the generally lower level

of a combination of strength and elongation properties.

The data in Table XII are presented in graphical form

in Figs. 15, 16, 17 and 18. In Figs. 15 and 16 are plotted the

elongation values and strength properties, respectively, for warm
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TABLZ XI

INKNDED OOMPOSITIONS AND SPEUTR06HPEI0 ANALTSES

OF NAGNE SIU-ZIUC-CERIUN ALLOYS f01 SMALL

YARIATIONS IN QOOPOSITION SUhVRh

SIn'tone Ceimositn Saetntarape Ain.& •ee

R-730 0.6 - 0.61 -
728 0,7 - 0.55 -
729 0.8 - 0.64 -

730 0.6 0.1 0.62 0.09
760 0.7 0.1 0.53 0.18
757 0.8 0.1 0.78 0.21

761 0.6 0.2 0.46 0.23
747 0.7 0.2 0.54 0.23
756 0.8 0.2 0.68 0.22

7514 0.6 0.3 0.51 0.37
7g5 0.7 0.3 0.57 0.28
702 0.8 0.3 0.76 0.31

74 0.6 0.5 0.62 0.35
7 0.7 0.5 0.68 0.50
735 0.8 0.5 0.74 0:.,7
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rolled sheet as a function of the cerium/zinc ratio. Figs. 17

and 18 present the same information for hot rolled sheet.

For warm rolled sheet, Fig. 15 shows maximum values of

elongation at distinct cerium/zinc ratios. The range between

the maxima for stress relieved and low temperature annealed con-

ditions predicts a high level of elongation for a range of com-

positions for warm rolled sheet. These data indicate that low

temperature annealing consistently produced a higher level of

elongation values than stress relieving in warm rolled sheet.

As shown in Fig. 16 for warm rolled sheet the ultimate and yield

strengths in tension as well as the elongation reached maximum

values at approximately the same cerium/zinc ratio. Compressive

yield strength values reachet a maximum at a slightly higher

oerium/zino ratio.

The high level of elongation produced by warm rolling

and low temperature annealing was reproduced by a stress re-

lieving treatment of hot rolled sheet at approximately the same

oerium/zino ratios as shown in Fig. 17. Low temperature annealing

seriously lowered the elongation values for the hot rolled sheet.

Maxima for the two thermal treatments of the hot rolled sheet were

coincident at approximately 0.4 oerium/zinc ratio. Hot rolled

sheet strength values (Fig. 17) reached a maximum level at con-

siderably higher range of cerium/zinc than indicated for maximum

elongation values. There was a distinct scatter of strength

values ut and around the optimum cerium/zinc ratio for maximum

elongations, presumably due to variations in the temperatures
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used for thermal treatment and to a lower degree of strain

hardening during working than was developed by warm rolling.

A metallographic examination was made of representative

alloys to observe the microstraetural conditions associated with

variations in oerium/zino ratios, mechanical working and thermal

treatments. This investigation was not comprehensive but the

observations were considered significant to an interpretation of

mechanical properties.

A secondary phase was observed to some extent "in all

alloys examined and this phase increased in amount with an in-

creasing cerium/zinc ratio. The identity of the phase was not

established. The phase was generally globular in shape and ran-

domly distributed. Occasionally it was present as stringers of

tiny particles lined up in the direction of rolling. Phospho-

pioral and aoetic-pieral etching reagents did not attack the

phase but usually heavily outlined the particles from the matrix.

There was some evidence to indicate, espeolally for the higher

cerium/zinc ratios, that at least two secondary phases may have

been present. The influence of an increasing cerium/zinc ratio

from 0.27 to .64 on the extent of the white secondary phase is

shown in Figs. 19, 20 and 21.

The distribution of the undissolved phase appeared to

be the same for comparable conditions in warm and hot rolled

sheet but was influenced considerably by the temperature of heat

treatment. For a given composition in the stress relieved con-

dition there was present a finely divided white phase randomly
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i-'ure i,1V ?27 'a F 500Y
Spre: r' ~-Et o 11 : Phosr-ho-

PicrO.K, 15 sec

Longitidin-1 section from
757HS (ra~rr' esiumm-0.78 zinc-0.21
cerium., Cerium,/zinc.27) hot rolled
9t 700OF and stress reliemved 1
hou1r -aýt. 140011F. P. f-14 tiny parti.-
c-lps of' a white nhpse ?.re visible.

CYSV TIYS UTS 71~.
10.2 23ý.5 32.5 11

Fivure 2-0

Veg: 228 Mag: 500Y
Spec: M¶655-2 Etch: Phosnho-

Picra)., 15 sec

Longitudinal section from
742Hs (magnesiuin-0.7 zinc-0.3l
cerium., ceriun/zinc-0.41) hot
rolled at WOOF and stress re-,
lieved 1 hour at 6000F. A. ran-
domly distributed, finely divided
phaýse and more massive pirticles
were present.

CYS TYS UTS jat
1-8.3 27.7 37.0 22

Ficnire 21

!~Teg: 226 Mag: 50OX
bpec: M667-11 Etch: Phospho-

Picral, 15 sec

Lonaitudinal section of' 74511s
(rnagnesium,-0.74 zinc-0.47 cerium.,
ceriuni/zinc-O.64) hot rolled at
700OF and stress relieved 1 hour
at 5501F. The amount of undis-
solved phase, coarse and fine
particles, was considerably
greater than in Fig. 7.

CYS TYS UTS % El.
23.-5 3 1. 8 3 8.2 '7
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scattered throughout the matrix in addition to a random distribu-

tion of more massive particles and stringers of undissolved phase.

Heat treatments above 6509F resulted in a solution of the fine

particles or agglomeration into larger particles. Although the

solid solubility of undissolved phase appeared to increase with

increasing temperature, even 0.31% oerium (oerium/zino ratio .41)

exceeded the solubility for a 1 hour treatment at 7509F. These

conditions are shown in Figs. 22, 23 and 24 for R-742, magnesium-

0.76 zino-0.31 cerium (0.41 oerium/zino ratio), and they were more

pronounced for the 0.64 oerium/zine ratio.

All alloys and treatments produced relatively fine

grained structures ranging from considerably less than 0,00022'

to approximately 0.000420 average size. The finest grain struc-

tures were associated with stress-relieving treatments and higher

cerium analyses. In the stress relieved conditions for cerium/

zinc ratios of 0.141 and above, there was some question as to

whether the degree of reorystallization was complete in warm or

hot rolled sheet. Low and high temperature annealing resulted in

progressive grain coarsening compared to stress relieving. Ex-

amples of these conditions are shown in Figs. 25, 26 and 27 for

hot rolled sheet and Figs. 28, 29 and 30 for warm rolled sheet.

There was some evidence to indicate that a white phase

was present along grain boundaries as well as randomly distribu-

ted throughout the matrix for cerium/zinc ratios of 0.41 and

above. This condition was observed in both warm and hot rolled

sheet, being more pronounced with higher heat treatment tempera,-
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Figure 22

Sey: 228 ag: 5(OX
Spec: 1655-2 Ftch: Ph-osnho-

Pierml, 15 sec

Longitudinal section of 7h2Fs(-qarfneq4.um-0. 76 zinc-0.1! crpr,i-,
ceriurt/zinc-. !Q) hot ro] led Pi
700°F and stress relieved 1 hour
r] t 00no0F. Vote the rener,-l dis-
tributior of the finely divided
second-ry phtase.

C Yý TYS T!TS 7 1?.
19.3 27.7 37.0 22

Figure 23

Neg: 229 TMag: 5007i
Spec: M657-2 Etch: Phospho-

Picral, 15 -ee

Longitudinal section of 742U(T--),
low temperature annealed 1 hour it
6500F. A large part of the finely
divided phase apparentl- dissolved
In matrix.

(CYS TYS IJTS
175.6 21.70 33.5 15

Figure 24

Neg: 230 Mag: 500X
Spec: M657-4 Etch: Phospho-

Picral, 15 sec

Longitudinal section from 742
1Ha(H), high temperature annealed
1 hour at 750°F. No distinct
evidence of the finely divided
phase was observed but there was
no signi.ficant change in the more
massive phase.

CYS TYS aTs % E~l.
13.3 ).7.4 30.7 15
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Figure 25

S ... Neg: 234 Mag: 50OX
"-Spec: M655-4 Etch: Phospho-

Y V ...... Picral and

4 ~ Acetic Picral

,Longitudinal microstructure of
Y- "•2: R-742Hs (magnesium-O.76 zinc-0.31

<. Z> •? 2. x •cerium, 0.41 cerium/zinc ratio),
• *$ but rolled and heated 1 hour at

• ( _L 600OF. The degree of recrystalli-
zation may not have been entirely

- •complete and the grain size was
-. extremely-fine, considerably less

.L T Q7, •A $ • : than 0.00022".

4-CYS TYS UTS ~1

r , Figure 26

- • .• ... •Neg- 235 Mae: 50OX
Spec: M657-2 Etch: Same as

Fig. 25

\ ,_N, - Longitudinal structure of R-
""- ,742Ha(L), hot rolled and heated

S....1 hour at 650*F. The structure
X appeared completely recrystallized,

•' - \•,< equi-axed, with an average grain
7 size of 0.00031". Compare withi10

Fig. 23.

CYS TYS UTS

1576 21. 0 33.5 15!

Figure 27

V ý ;Neg: 236 !fa--: 500X
Spec: L1657-h4 Etch: Same as

FiP. 25

6/ . Longitudinal section of R-

742HOOa(H), hot rolled qnd heated
"I hour at 750 0 F. Grain growth
"had occurred rind the average

4 fgrain size was 0.00062". Com-
pare with Fig. 24 and note whet
appears to be undissolved phase
along some grain boundaries.

ftf&YS~ TYS UTS j~at
T .3 17.4 30.-.7 15
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~g~i~~\~Figure 28

SPec: 11656-4 5,ch: Same as
T Fig. 25

Longitudinal section of R

~ ym~cerium. -0.41. cerium/zinc ratio)
~~''warm rolled Pnd stress relieved

(' I~-~ hour at 550 0F. The degree of
~ ~ .- i ~.,'~ -ecrystallization did not appear

•& comp~lete and the grain structure
* -. ,.&*~* ~was extremely fine. Compare with

~ <~K 4-'~' ~ k> iFig. 25.

4 4Y* Flzure 29

N'eg: 232 !Iag: 500X

fV >' ~Spec: 11658-2 E~tch: Samne as
Fig. 25

Longitudinal section of R-

4 7h2W1a(L ),,warn rolled and heated1 ~ Ir> 1 hour at 600'F. The grain struc-
Af tur was u~ exctremnely fine n'veraginr,

VN piCYs TYS UTS l
4+~ ~ i~~T4.9 25.? 747 15

Figure 30

Nleg: 2133 "ag: 500Y.

>r;rsec: :-.658-4 'tch: Samse as

~ p~)LonrvitlidinalJ section of R-
~ V \~ F 72~ (u) warm rolled and heated

1 hour a~t 750' F. The -rý,in size
Saverat-ed 0.00%h2 . Comp are wvit~h

<•l.- 2 7.

- ~~UTS ", 1
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tures. The appearance of the condition is illustrated in Figs.

24, 27 and 30 for hot and warm rolled sheet. Observations in-

dicated that the grain boundary effect was definitely associated

with higher cerium analyses. Suspecting that the condition was

evidence of grain boundary melting, additional samples of R-742H

and 745H sheet (0.41 and 0.64 cerium/zinc ratios) were heated

from 700OF to 900OF in steps of 50oF to determine if the solidus

could be detected. Microscopic examination indicated no dis-

tinct evidence of grain boundary melting up to 9000F. No con-

elusive evidence was obtained to explain the appearance of the

white phaqe along grain boundaries.

The results of this investigation of small variations

in zinc and cerium are summarized below:

1. The optimum hot rolling temperature for the investiga-

tion was 7000F. Warm rolling was satisfactory at

4000F.

2. For warm rolled sheet, maximum strength properties

and maximum elongation values were obtained at approxi-

mately the same cerium to zinc ratio. In the range of

composition studied (0.6 to 0.8% zinc and 0 to 0.5%

cerium, nominally) warm rolling offered the Wost flex-

ible method of sheet preparation since high elongations

and a combination of high strength properties and high

elongations were obtained over a range of cerium to

zinc ratios (0.325 to 0.425) and over a range of heat

treatment temperatures from stress relieving to low
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temperature annealing conditions.

3. Although the attractive mechanical properties of the

warm rolling procedures were duplicated by one set of

hot rolling conditions - a cerium/zinc ratio of 0.41

and a stress relieving heat treatment - hot rolling

technique was less desirable for these reasons:

a. The cerium/zinc ratio for maximum elongation was

extremely critical. Values dropped rapidly on

either side of the optimum ratio, 0.41. Low tea-

perature annealing resulted in a significant de-

crease in this property.

b, The cerium/zinc ratio for maximum strength proper-

ties (approximately 0.6) was considerably above

the ratio for maximum elongation (0.41).

0. An undesirable scatter in strength properties

occurred to a much greater extent than encountered

in warm rolling for a given set of conditions.

4. The strength properties in hot and warm rolled sheet

were approximately the same at the optimum cerium/zinc

range for maximum elongation.

5. High temperature annealing practices (at the upper

limit of the recrystallization temperature range) re-

sulted in a consistent lowering of both strength and

elongation values compared to lower temperatures of

thermal treatments for both warm and hot rolled sheet..

6. The desirable combination of high strength properties
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and high elongation values was associated with an ex-

tremely fine grain size and a relatively small amount

of undissolved secondary phase.

7. The finest grain structures were associated with higher

cerium analyses and with the stress relieved condition

for warm and hot rolled sheet.

8. The extent of the undissolved secondary phase (or

phases) ranged from less than % of the structure to

greater than 40% with cerium analyses from 0.21% to

0.47%, respectively. The distribution of the phase

apparently was independent of the method of sheet work-

Ing but was influenced considerably by the temperature

of heat treatment. The solid solubility of the phase

was believed to be less than 0.31% cerium in combina-

tion with nominally 0.8 zinc at 750o7.

Plans for an Extensi•n of S* 2 th e _

yS Zt em

Plans for additional work with magnesium-zinc-cerium

alloys were made from the indications given by the study of the

effects of small variations in zinc and cerium on mechanical

properties. Three separate phases of work were planned as out-

lined below:

1. MoDonald(l,2) demonstrated in investigations of mag-

nesium-base binary alloys that the optimvtm combination

of strength properties and maximum elongation values

was obtained with a magnesium-3.0 zinc alloy and a
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magnesium-0.3 eorium alloy. Therefore, it was planned

to extend the magnesiuz-zino-oeriuE investigation to

alloys containing more than 0.8$ zinc in combinations

with 0.3 cerium. A second phase of the problem was to

determine whether or not the optimum cerium/zino ratio

established as 0.35-0.40 for the nominally magnesium-

0.8 zino-0.3 cerium alloy is a fundamental parameter

that may be used with a higher range of zinc and cerium

additions.

2. New heats Intended to approximate R-742 (magnesium-0.76

zinc-0.31 cerium, cerium to zinc ratio, 0.407) were

planned in order to investigate the following conditions

for warm and hot rolled sheet:

a. Study more completely the entire recrystallization

temperature range.

b. Determine notch sensitivity properties.

o. Determine minimum bend radii.

3. During the course of the investigation of small varia-

tions in zinc and cerium, a preliminary study was made

to determine If the cold rolling of hot rolled sheet

prior to heat treatment would substitute for the warm,

rolling procedure. This work was confined to a single

composition (magnesium-0.8 zinc-0.2 cerium, to simulate

&.613 and R-669) and one range of cold work (nominally

15%). The results obtained were not encouraging and

the study was abandoned temporarily. It was planned to
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resume this work to investigate more completely a range

of cold work and a range of heat treatment temperatures,

Investigation of Lg Variatipns in Zinc and Cerium

A new series of 11 compositions was prepared (a) to in-

vestigate the effeot of increasing the zinc additions from 0.8 to

3.0% with a nominal cerium addition of 0.3%, and (b) to investi-

gate the effect of increasing the zinc and cerium additions

simultaneously to maintain a constant ratio of cerium to zinc of

0.4. Intended compositions of these alloys are listed in Table

XIII.

TABLE XIII

INTENDED COMPOSITIONS OF MAGNESIUM-ZINC-CERIUM

ALLOYS TO INVESTIGATE LARGER VARIATIONS IN ZINC

AND CERIUM

Intended Composition
Weight Percent Ratio
Zinc C .erium/zlno

0.8 0.3 o.4
1.0 0.3 0.3
1.5 0.3 0.2
2.0 0.3 0.15
2.5 0.3 0.12
3.0 0.3 0.10

1.0 0o,4 0.4
1.5 0.6 0.4
2.0 0.8 0.4
2.5 1.0 0.4
3.0 1.2 o.4
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Difficulty was encountered in obtaining the higher

cerium concentrations proposed in Table XIII. In particular,

the alloys containing a cerium to zinc ratio of 0.4 with higher

ranges of zinc were not obtained consistently. These off-com-

position heats, however, were processed along with the others

for the information that they would provide.

A list of mechanical properties not reported previously

for alloys in th! investigation is given in Table XIV. A sum-

mary of average mechanical properties of all alloys in the in-.

vestigation of larger variations in zinc and cerium additions is

given in Table XV. In order to assist the interpretation of the

information presented in Table XV, the elongation values have

been plotted on coordinates of cerium and zinc spectrographic

analyses in Figs. 31, 32 and 33. In Fig. 31, the maximum values

of elongation for each alloy in the warm rolled and heat treated

condition are shown. The maximum values of elongation for each

alloy in the hot rolled and heat treated condit ion are given in

Fig. 32. The distribution of maximum values of elongation for

all alloys in all conditions are shown in Fig. 33.

The results of this Investigation indicate that there

is a distinct range or region of composition in which elongations

of 20% in 2 in. or greater combined with relatively high strength

properties can be obtained. As predicted in Fig. 33, this region

extends from approximately 0.7 to 1.,5 zinc and from approximately

0.25 to-at least 0.4% eorium. Although elongations exeseding 20%

in 2 inches were obtained with cerium concentrations below 0.2%,
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TABLE XIV

XECHANICAL PROPERTIES OF MAGNESIUM-ZINO-CERIUM ALLOYS

TO INVESTIGATE LARGER VARIATIONS IN ZINC AND CERIUM

composition Nominal
Intended and Rolling Heat

(ADeetro. AnalR ) O Trealen• K•g per ea.1n. Elong.
Alloy Zinc erium • • CIS Te. *A2i• • 2__

778W@ 1.6 0.13 70? 4,00 1 4502- 29.9 38.4 8.0
24.9 31.5 38.7 11.5

(average) 2.7 30.1 3 i.610.2
778Wa(L) 700 400 1 575 14.1 25.2 35.1 16.0'

15.5 26.2 34.8 22.5

(average) 1.9 F5 -.6 3 220.0

?81EH 1.0 0.10 700 - 1 500 23.5 27.8 36.5 15.0*
23.6 31.6 37.8 11.0

(average) 23.85 30.5 37-. 1-.5

781M (L) 700 1 600 17.4 25.2 34.6 18.5
18.0 26.4 35.7 12.5'

(average) 18.0 27.1 35.4 17.0

781Ws 700 400 1 500 17.8 28.2 36.5 19.0'
17.5 27.8 36.1 20.5

(average) 17.5 2 36.2 21.0

781Wa(L) 700 400 1 600 - - 34.7 17.5
14.9 25.6 33.8 19.5

(average) 14.- 25.6

788Hs 0.91 0.40 700 - 1 450 22.4 29.4 36.7 21.0
23.5 29.7 37.1 18.5'
2_. 30.0 3 6.? J&9.

22.7 29.7 36.8 19.2
788Ha(L) 700 - 1 475 22.4 30.3 37.7 20.0

23.1 29.4 37.0 17.0'
2 .7 30.9 27. 21.0

(average) 22.7 30.2 37.3 20.0

S Specimen broke through the tensometer notoh.
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TABLE XIV, gentt.

composition Nominal
intended and Rolling Heat(eotro. n.) Tretment Igs K er sq.in. Elong.

Aloj i-ne Gerium Host-Wars Time Temv ci 5Y TS 2 in.

788W- 700 400 1 400 20.5 27.1 36.6 22.0
19.4 27.9 37.0 21.0*

27. 2 6. 21.0*
(average) 19.7 27.W 36.6 21.5

788Wa(L) - - 700 400 1 450 15.9 24.7 35.1 19.515.0 26.1 35.7 21.0

(average) 15.5 25.3 3 0.0

789!Ei 1.0 0.27 700 1 325 16.7 27.0 34.9 19.5
17.:4 28.2 34.9 15.5

(average) 17.0 27.5W3 t-i

789Ha(L) 700 1 450 16.2 25.7 34.9 16.5
17.1 25.7 37.2 17.0

(average) 16.5 25.2 35.5 16.3

789W 700 400 1 400 28.0 32.0 39.7 8.0
27.9 32.2 39.9 9.0
28.0 32.4 _ 0

(average) • 32.2 39.9 1.7

789Wa(L) 700 400 1 550 19.1 27.0 35.3 21.5
19.3 26.7 35.5 24.5(aeUg) 9•. 2-7•3".8 JI U_.ýL

(average) lq 27.3 35.5 23.0
791Es 0.90 0.15 700 - 1 b00 17.8 26.2 33.5 8.0

17.8 29.14 36.7 20.0
39_2 8 1-.0(average) 17.728.3 35.7 13.5

791Ha(L) 700 - 1 675 26.0 33.6 38.2 1870
2•4.4 28.3 35.4 1b'5
93.,9. 852a 1.

(average) 2T.7 30.1 36.3 17.3

791W, 700 400 1 450 28.6 30.6 3b.2 15.5
27.3 32.0 39.3 9.0
28.6 31.9 39. 8.o

(average) 28.2 31.5 38.3 10.5
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TABLE XIV, Cont d

Composition Nominal
Intended and Rolling Heat

(Spectre, Anal.) Temn OF Treatment Kiper a in. Elong.
SZinc Cerium f{0% r me H o S t 2 in .

791Wa(L) 700 400 1 550 21.4 29.9 36.5 16.5
20.8 29.4 3b.7 21.0
21_7. oQP.. 36.8 JtLj*

(average) 21.3 29.9 30.7 18.0

793Hs 0.80 0.15 700 - 1 450 18.7 25.6 33.4 9.5
20.3 22.4 29.2 1o.0
1jAV. 34.2 _bj ,

(average) 19.3 25.0 32.3 11.7

793Ha(L) 700 - 1 575 10.9 20.2 32.0 12.0*
15.8 20.4 32.6 20.0
i.k.2. Ll. 32.9 21.0

(average) 15.0 20.b 32.5 20.5

793Wa 700 400 1 300 26.0 35.4 39.0 9.0
- 35.9 39.9 10.5

-23.1 392,4~ 12.0
(average) 26.0 35.939.4 10.5

793Wa(L) 700 400 1 575 15.3 24.5 33.7 18.5
14 7 25.9 35.2 20.0

(average) 5 25.0 20.0

794Hs 1.4 0.23 700 - 1 575 18.3 24.5 34.6 18.0

18.2 24.2 34.8 14.0*

(average) 6.12 -21T 35.7 15.8

794Ha(L) 700 - 1 700 13.0 15.8 29.6 20.0

13.1 20.2 33.4 16.5*
1_.4 11A 2gA _9,o*

(average) 13.2 18.0 32.0 17.0

794W- 700 400 1 350 29.9 35.8 44.2 13,0
30.4 35.0 42.4 11.5

2to 4 416
(average) 30.1 3 11.3

794Wa(L) 700 400 1 500 22.1 30.2 38.2 18.0
21.8 32.0 39.4 12.0*
L2.2 29.4 22-t-0 180

(average) 22.0 30.5 38.9 17.0

WADC TR 52-41 110



TABLE XIV, Conttd

Composit ion Nominal
Intended end Rolling Heat

(Spectro, Anal.) Tern OFTreatMent Kis pFer sp.ij Elong.
1 Zinc Cerium Hot Wm -Time .CYS TYS UTS J 2 In.

796Hs 2.7 0.57 700 - 1 475 18.9 26.0 36.3 10.0*
20.0 26.5 35.6 8.5ai.8 26.9_ 36.6 12.0l

(average) 19.6 26.5 36.2 10.5

796Ha(L) - - 700 - 1 550 - 22.0 34.1 10.0*
14.8 21.6 34.2 14.5

(average) 21.7 3

796Ws 700 400 1 300 26.4 34.0 41.1 6.0
27.0 34.2 41.6 8.0*

(average) 34.64 10.0(aeae --- T34.3 l V 167

796Wa(L) 700 400 1 425 22.5 29.4 39.8 12.0
21.6 29.8 39.2 10.5
22.7 2 _8 6 1

(average) 22•• 29.3 39.3
798Hs 3.3 0.18 700 - 1 500 10.4 22.4 34.9 14.0

10.8 21.7 24.9 12.5

(average) 10.7 22.3 3t.9 12.5

798Ea(L) 700 - 1 550 8.9 22.5 33.6 11.0*
8.6 24.0 34.1 15.0*

(average) 2 3

798Ws 700 400 1 350 15.9 27.2 37.8 18.5
19.8 25.7 37.0 18.0
1ii 28.6 .8 8

(average) 17.1 27.2 37.914.2

798Wa(L) 700 400 1 475 15.6 25.8 36.7 21.5
13.3 24.1 35.7 17.0

(average) 15.6 25.1 36.
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TABLE XV

SUMMARY OF AVERAGE MECHANICAL PROPERTIES OF MAGNESIUM-

ZINC-CERIUM ALLOYS TO INVESTIGATE LARGER VARIATIONS

IN ZINC AND CERIUM

Nominal Heat
Coapoeition, Rolling Treatment Kips

ectr., One Hour A Elong
Alloy Zinc Cerium H at 0eI TYS &S, %_2In

793Ws 0.80 0.15 700 400 300OF 26.0 35.9 39.4 10.5
Wa(L) - - 700 400 575 14.5 25.0 34.4 20.0
He - - 700 - 450 19.3 25.0 32.3 11.5
Ha(L) - - 700 - 575 15.0 20.6 32.5 20.5

791Ws 0.90 0.15 700 400 450 28.7 31.5 38.3 10.5
Wa(L) - - 700 400 550 21.3 29.9 36.7 18.0
He - 700 - 600 17.7 28.3 35.7 13.5
Ha(L) - - 700 - 675 24.7 30.0 3b.3 17.5

788Ws 0.91 0.40 700 400 400 19.7 27.4 36.6 21.5
Wa(L) - - 700 400 450 15.5 25.3 35.4 20.0
He - - 700 - 450 22.7 29.7 36.8 19.0
Ha(L) - - 700 - 575 22.7 30.2 37.3 20.0

781Ws 1.0 0.10 700 4•0 500 17.5 28.0 36.2 21.0
Wa(L) - - 700 400 600 14.7 25.6 34.4 18.5
He - - 700 - 500 23.8 30.5 37.5 12.5
Ha(L) - - 700 - 600 18.0 27.1 35.6 17.0

789Ws 1.0 0.27 700 400 400 28.0 32.2 39.9 8.5
Wa(L) - - 700 400 550 19.4 27.3 35.5 23.0
He - - 700 - 325 17.0 27.5 34.8 18.5
Ha(L) - - 700 - 450 16.8 25.2 35.5 16.5

810ws 1.2 0.31 700 400 350 29.3 34.9 42.2 13.0
Wa(L) - - 700 400 550 18.9 27.6 37.7 15.0
He - - 700 - 550 16.9 26.8 34.9 12.3
Ha(L) - - 700 - 625 16.1 23.6 34.3 7.5

814Ws 1.2 0.38 700 400 450 24.5 32.6 40.5 20.5
Wa(L) - - 700 400 575 16.8 25.9 36.7 14.0
He - - 700 - 500 20.3 27.6 35.7 11.0
Ha(L) - - 700 - 650 12.2 18.4 31.6 10.0

794Ws 1.4 0.23 700 400 350 30.1 34.9 42.8 11.5
Wa(L) - - 700 400 500 22.0 30.5 38.9 17.0
He - - 700 - 575 18.2 24.3 35.7 16.0
Ha(L) - - 700 - 700 13.2 18.0 32.0 17.0
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TABLE XV, Cent Id

Nominnal Heat
Compo8ltion, Rolling Treatment Kipu

Anal_.* One Hour m. ong.
Allo Z ____ No tt CM ___ .__ a 2 in.

807ow i.* 0.43 700 0oo 00oor 24.6 33.0 40.7 11.0
Va(L) - - 700 400 525 14.3 25.0 35.1 12.0

70 - - 700 325 18.9 30.7 38.3 12.0

77?81e 1.6 0.13 700 100 *50 24.? 30.1 38.6 10.0
Wa(L) - - 700 400 575 14.9 25.6 34.6 20.0

811W. 1.65 0.41 700 o 00 450 z27. 34.1 39.2 11.0
Wa(L) - - 700,H00 •00 18.0 25.9 36.8 11.0
Re - - 700 - 125 20.5 32.3 37.?3 9.5
Ea(L) - - ?00 - 525 19.8 29.1 36.9 9.0

815ws 2.0 0.31 700 400 350 21.? 33.9 40.9 14.5
Wa(L) - - 700 400 525 13.1 25.0 35.8 11,.5
He - - 700 - 375 17.9 27.2 36.4 1?.o
Ha(L) - - 700 - 525 12.9 20.9 34.4 15.0

808W. 2.15 0.64 700 100 375 23.3 32.6 *0.0 10.0
Wa(L) - - 700 o00 500 14.8 25.0 36.6 17.0
H. - - 700 - 375 18.9 29.7 36.3 13.0
Ha(L) - - 700 - 475 17.8 24.6 34.2 13.5

812ws 2.3 1.1 700 4o00 75 27.4 34.0 41.3 11.0
Wa(L) - - 700 1400 600 1892 27.6 37.8 9.0
He - 700 - 500 21.5 20.3 35.7 11.0
ra(L) - - 700 - 575 19.4 26.6 36.3 7.0

813W9 2.5 0.37 ?00 1400 325 23.6 35.1 142.6 13.0
Wa(L) - - 700 400 50 15.4 26.5 31.2 12.0
Hi - - 700 - 425 17.5 26.4 36.1 13.0
Ha(L) - - 700 - 525 16.5 22.1 33.3 10.5

809w. 2.5 0.55 700 400 375 26.: 33.8 41.3 6.0
Wa(L) - - 700 400 500 17.4 25.6 36.7 13.0
He - - 700 -_,00 22.2 30.7 37.0 12.0
Ea(L) - - 700 - 550 17.0 24.9 36.3 12.0

796W. 2.7 0.57 700 400 300 26.8 34.3 41.4 8.0
Wa(L) - - 700 400 425 22.3 29.3 39.3 11.0
He - - 700 - 1*75 19.6 26.5 36.2 10.5
Ha(L) - - 700 - 550 14.6 21.7 34.1 14,.5
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TABLE XV, Cont d

Nominal Heat
Composition, Rolling Treatment Kips

Spectro. Anal. Temp. OF One Hour per a., Elong.
AlloZ [in Ceiu Hot War at - 2in.

822W. 2.8 0.40 700 400 3750F 16.5 28.2 38.5 14.5
Wa(L) - - 700 400 500 11.9 24.8 34.8 15.0
He - - 700 - 350 19.5 28.3 36.6 16.0
Ha(L) - - 700 - 450 14.1 24.1 35.6 11.0

817WO 3.2 0.31 700 400 425 17.8 28.5 37.7 15.0
Wa(L) - - 700 400 75 10.6 20.9 34.4 8.0
He - - 700 - 400 12.6 25.1 34.3 12.0
Ha(L) - - 700 - 525 8.5 18.0 32.4 9.0

823Wo 3.2 0.34 700 400 375 17.0 27.2 37.9 14.0
Wa(L) - - 700 400 500 10.7 23.8 35.8 14.0
H- - 700 - 50 17.6 29.4 37.8 14.5
Ha(L) - - 700 - 75 10.5 23.0 34.9 17.0

798Ws 3.3 0.18 700 400 350 17.1 27.2 37.9 18.0
Wa(L) - - 700 400 475 13.6 25.1 36.3 18.5
He - - 700 - 500 10.7 22.3 34.9 12.5
Ha(L) - 700 - 550 8.8 24.3 33.9 13.0

824w. 3.4 0.39 700 400 325 18.5 31.1 39.5 14.0
Wa(L) - - 700 400 400 16.2 27.3 38.6 14.5
He - - 700 - 350 17.3 28.1 37.4 14.0
Ha(L) - - 700 - 500 11.0 23.0 34.9 10.5
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these values were usually accompanied by considerably lowered

strength properties (particularly compressive yield strength)

compared to alloys in the favorable range with higher cerium

analyses. The data in Figs. 31, 32 and 33 strongly suggest that

the region of attractive mechanical properties may extend into

higher zinc and cerium concentrations. These data also suggest

that compositions falling along the nominal cerium to zinc ratio

of 0.4 are centrally located in this zone. Unfortunately, alloys

intended to explore this region of higher zinc and cerium concen-

trations were found to be much lower in cerium than expected.

The beat combinations of mechanical properties in this

favorable region were exhibited by the following alloys and con-

ditions?

Heated
Spect. Anal 1 Hour Ki-s per sq. in, Elong.

81wo 1.2 0.38 450oF 24.5 32.6 40.5 20.5

788Ws 0.91 0.40 400 19.7 27.4 36.6 21.5

Wa(L) 450 15.5 2e,3 35.4f 20.0

He 1450 22.7 29.7 36.8 19.0

Ha(L) 575 22.? 30.2 37.3 20.0

The properties of alloy R-788 are cited in particular because

of the apparent independence of the method of sheet preparation.

Alloys with zinc concentrations approximately 1.5 to

3.0% showed no significant increase in strength properties and

a generally lower level of elongation values than observed for

the favorable region.
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The most significant indications from the results of

the study of larger variations in zinc and cerium additions are

summarized below.

1. A favorable region of composition extending from ap-

proximately 0.7 to 1.5% zinc and from 0.25 to at least

0.4% cerium was located in which a oombination of high

elongations and relatively high strength properties

were obtained.

2. The mechanical property data predicted that the fa-

vorable region may extend to higher concentrations of

zinc and cerium.

3. Zinc additions in the range from 1.5 to 3.0 in combin-

ation with 0.3 cerium or a greater cerium concentration

provided no sensible increase in strength properties

and resulted in consistently lower elongation values.

4. The importance of the cerium to zinc ratio of 0.4 as

a prediction of favorable mechanical properties in re-

gions of higher zinc and cerium concentrations was not

established. Additional alloys along this ratio of

zinc and cerium additions will be needed to establish

this relation conclusively. The evidence obtained,

however, indicated strongly that the 0.4 ratio was

a~proximately in the center of the favorable region.

5. With few exceptions, the method of warm rolling pro-

duced the best combination of strength properties and

elongation values.
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Detailed Investigation of the Most Faverable Composittion

Initially, it was planned to study more completely the

method of sheet preparation and to determine notch sensitivity

properties and minimum bend radii for alley RP-712 (magnesium-0.76

zinc-0.31 cerium). This experimental work was not carried out in

order to complete the larger program of surveying the mechanical

properties of alloys with larger concentrations of zinc and cerium.

On the basis of these results it is now believed that the afloy

for the detailed study should contain larger mounts of zinc and

cerium. The most suitable composition for this purpose is be-

lieved to be R-788 (magnesium-0.91 zinc-O.AO cerium). The work

on the R-742 type alloy already started will be completed and

accompanied by the additional work on the R-788 type alloy.

Investiatioe, gL 4 & Heat Treatment tg. Substitute

for !a. R Procedure

Experimental work on this problem was not started. It

is planned to begin the study after the most favorable range of

zinc and cerium is established.

S0 M echanical Pro- e T t o gof. Experim en tAL W d C om m er cial

Alloys

The results of this investigation have shown that the

relatively high elongation values and high combination of strength

properties exhibited by R-613Ws and R-b69Ws (uagnesium-0.8 zinc-

0.2 cerium) were not only reproduced but also improved. This Is

shown in Table XVI together with a comparison between the experi-

mental magnesium-zinc-cerium alloys and commercial alloys.
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Future jgrf wiLth Ma~nesium-ZicCru Al=Q~

Favorable results with some alloys in this system in-

dicate the desirability of continuing the mechanical property

survey. The ultimate end of this work would be to establish a

composition range and method of sheet fabrication for an optimum

combination of strength and formability.

Experimental work in progress or planned includes the

foll owing:

1. Prepare new alloys having a nominal cerium to zinc

ratio of 0.4 with the zinc concentrations above 1.0%.

The purpose of these compositions would be to investi-

gate the validity of the 0.4 ratio as a parameter in

predicting an optimum combination of strength and duc-

tility properties.

2. Prepare new alloys to survey the range of composition

between 0.8 to 1.5% zinc and 0.4 to 0.6% cerium. This

work would determine if the region of favorable compo-

sitions could be extended to higher zinc and cerium con-

centrations.

3. Investigate in more detail for the entire recrystalliza-

tion range, notch sensitivity properties and minimum

bend radii of two or more alloys exhibiting attractive

mechanical properties. Two alloys selected are R-742

(magnesium-0.76 zinc-0.3L cerium) and R-788 (magnesium-

0.9 zinc-0.40 cerium).

4. Investigate the possibility of substituting some com-

WATC TR 52-41O 1214



bination of cold rolling and heat treatment for the

warm rolling procedure in sheet preparation.

5. Investigate the effect of cross-rolling during sheet

properties on the mechanical properties of magnesium-

zinc-cerium alloys.
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Magnesium-Zirconium All oys

Melting and Cagting A

Initially, two methods of adding zirconium were used.

An alloying procedure recommended by Dow Chemical Company using

TAM zirconium tetrachloride flux gave poor results as spectro-

graphic analyses showed only a trace of zirconium present. Two

melts were made using a master alloy containing 60 magnesium-40

zirconium. These alloys also exhibited poor recovery of zirconium.

A comparison of analyses and mechanical properties gave no indi-

cation that one method was better than the other.

Two additional methods of adding zirconium were tried

and the results were improved considerably. One method was to

introduce zirconium as zirconium sponge and the second method

used "dense" zirconium tetrachloride,. Details of these methods

are given in Appendix VI.

A summary of intended compositions and spectrographic

analyses for magnesium-zirconium alloys is given in Table XVII.

As noted, half of these alloys exhibited non-metallic inclusions

and spectrographio analyses were not considered reliable. These

inclusioni. containing heats were not used for the determination

of mechanical properties. The procedure for introducing the zir-

conium by means of dense zirconium tetrachloride was found to be

less complicated and more adapted to the scale of melting opera-

tions in this development work. It has, therefore, been adopted

as the standard practice for introducing zirconium in magnesium

and magnesium-zinc alloys.
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TABLE XVII

INTENDED COMPOSITIONS AND SPECTROGRAPHIC

ANALYSES OF MAGNESIUM-ZIRCONIUM ALLOYS

Intended

Zirconium Spectrographic
Alloy Content Analyses Source of Zirconium

R-751 0.1 0.10 dense zirconium tetrachloride

752 0.1 0.09

753 0.1 0.20

768(a) 0.1 0.1-0.3 zirconium sponge

762(a) 0.5 0.15 dense zirconium tetrachloride

764(a) 0.5 0.15-0.30

766 0.5 0.44• i

7 6 3 (a) 1.0 0.15-0.20 dense zirconium tetrachloride

765(a) 1.0 0.40-0.45 " U "

767 1.0 0.73

769 1.0 0.76 " U

770(a) 1.0 0.54 tirconium sponge

771 1.0 0.59 U U

772 1.0 0.55

77 3 (a) 1.0 0.60

(a) Many flux inclusions were visible to the eye. These ingots
were not used for determining mechanical properties.
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Mechanical Preserties

A study of the recrystallization data for hot and warm

rolled sheet in this system indicated that the alloys did not

respond to the fixed rolling conditions in the expected manner.

Only alloy R-766 (magnesium-0. 4 4 zirconium) exhibited a typical

recrystallization curve. The as-rolled hardness values of alloys

above and below 0.44% zirconium suggested that the structures

were recrystallized during warm and hot rolling. A metallographie

examination produced evidence in substantial agreement with this

observation although it was considered that the extent of the

examination was of limited scope. Accordingly, the average

mechanical properties of the alloys, given in Table XVIII, are

not believed to be representative of the capabilities of the

system.

Plans for Future Worl l T Slstem

Plans for future work in this system are:

1. Investigate rolling conditions to establish suitable

hot and warm rolling procedures.

2. Re-cast the alloys in this group for a new trial to

produce hot and warm rolled sheet in stress relieved

and low temperature annealed conditions.
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TABLE XVIII

AVERAGE MECHANICAL PROPERTIES OF MAGNESIUM-

ZIRCONIUM ALLOYS

Nominal
Composition, Rolling Heat Kips

Spectro, Anal. Temp. OF Treatment er eq, in. Elong.
Alloy Zirconium Hot __ Time Temr, CYS TYS UTS % 2 in.

752Ws 0.09 700 500 1 hr.300 15.0 13.6 23.7 4.5
752Wa(L) - 700 500 1 700 7.6 13.5 25.4 5.0
752Hs - 700 - 1 300 12.9 14.9 24.4 6.0
752Ha(L) - 700 - 1 600 10.7 15.0 25.7 5.5

751Ws 0.10 700 500 1 300 12.2 13.1 24.5 b.0
751•H - 700 - 1 300 12.2 13.2 24.9 7.5
751Ha(L) - 700 - 1 700 6.0 13.7 25.0 6.0

753Ws 0.20 700 500 1 300 11.6 13.6 23.7 6.0
753Hs - 700 - 1 500 11.2 22.8 32.4 8.0

7b6Ws 0.44 700 500 1 600 8.5 17.4 30.8 8.0
766Wa(L) - 700 500 1 700 7.3 16.8 30.6 11.0
766Hs - 700 - 1 475 22.3 22.8 32.4 7.5
7boHa(L) - 700 - 1 565 14.8 22.1 32.3 7.5

772Ws 0.55 700 500 1 550 12.1 15.4 26.3 7.5
772Wa(L) - 700 500 1 750 6.8 13.3 25.4 6.0
772Hs - 700 - 1 600 10.1 13.1 27.0 7.5
772Ha(L) - 700 - 1 700 7.5 13.7 26.3 7.0

771Ws 0.59 700 500 1 550 12.7 14.6 26.8 8.0
771Hs - 700 - 1 450 14.9 13.3 24.4 8.0
771•Ha(L) - 700 - 1 600 9.8 12.0 26.6 7.5

767Ws 0.73 700 500 1 500 13.4 13.8 25.8 8.5
767Wa(L) - 700 500 1 700 7.1 12.9 26.2 8.0
767Hs - 700 - 1 600 10.2 13.7 26.3 7.0
767Ha(L) - 700 - 1 750 6.9 13.4 27.3 7.5

769Ws 0.76 700 500 1 700 7.9 13.5 26.0 7.5
769Hg - 700 - 1 500 12.7 14.5 25.6 9.0
769Wa(L) 700 - 1 600 9.4 14.0 26.7 7.5
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Magnesium-Zinc-Zirconium Alloys

Melting and Casting Alloyg

The general procedure of melting and casting discussed

for magnesium-zirconium alloys was applied to the limited amount

of work carried out in this system. Although five alloys were

prepared, a general condition of flux inclusions was present and

spectrographic analyses for zirconium were considered unreliable.

Additional experimental work was not conducted in order to devote

more time to the magnesium-zinc-cerium alloy study.

Plans for Future Work in this System

It is planned to prepare the following alloys for an

initial survey of the mechanical properties in this system:

Zinc Zirconium

0.8 0.2

0.5 0.5

0.2 0.8

If the results warrant the effort, an extension of the study

will be made.
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APPENDIX I

DETAILED EXPERIMENTAL PROCEDURL FOR MELTING AND

CASTING MAGNESIUM-LITHIUM BASE TERNARY ALLOYS

The following sequence of operations was adopted as a

standard procedure for melting and casting magnesium-lithium

base alloys.

1. The alloy components were placed in the crucible and

the apparatus was assembled. In this charging, it was

believed to be more desirable to load the components

with the lithium on top. This prevented "bridging" of

the components above the melt and reduced the time

during which the lithium was molten and not alloyed.

2. Argon was passed through the unit for 10 minutes to

sweep out the air. During this period the packing gland

was loosened and a steady flow of argon maintained. At

the end of 10 minutes the packing gland was tightened

and the argon pressure adjusted to 2 psi. This pressure

was maintained for the remainder of the cycle.

3. The charge was heated until it became molten. The pre-

sence of solid components could be detected easily by

moving the stirring rod up and down. When the charge

was completely molten, the temperature was reoovded to

use as a guide in the remainder of the cycle,

4. The charge was completely mixed by stirring for 1 minute

by slowly sliding the stirring rod up and down.
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5. The charge was superheated to a minimum temperature of

I00oOF. This was done to insure the complete alloying

of the components and to increase the fluidity of the

melt.

6. The charge was stirred for 1 minute to eliminate any

compositional differences in the melt.

7. The temperature of the charge was dropped in the fur-

nace to the pouring range. This operation took at least

15 minutes and allowed time for the non-metallics to

settle.

8. The alloy was cast at approximately 50 0 F above the melt-

ing temperature. To cast the alloy the entire assembly

was lifted from the furnace and slowly tilted so that

the metal would run from the crucible to the mold. At

the time of pouring the mold temperature had risen to

the range 200-2500F by conduction from the crucible and

housing.

9. The argon pressure of 2 psi was maintained for 5 minutes

after casting to allow ample time for solidification.

At the end of this period the apparatus was disassembled

and the ingot was removed from the mold.

10. The crucible and stir:ring rod were cleaned by immersing

them in dilute hydrochloric acid until the alloy which

remained on them was dissolved. They were then rinsed

in water and dried. The molds and housing were cleaned

at less frequent Intervals.
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APPENDIX II

TABLE XIX'

SUMMARY OF INTENDED COMPOSITIONS, CHEMICAL ANALYSES

AND EXTRUSION CONDITIONS FOR EXPERIMENTAL MAGNESIUM-

LITHIUM BASE TERNARY ALLOYS

Intended Extru so
Composition (We!gt) Analyses (Wt.) Conditions h)

Alloy Mg/Li Third Third Force Temp.
Number Ratio % Element % Li ' Element (kipa) OF

L-14 4.67 17.6 -

L-15 8.9 lOO -

L-16 5.7 15.0 -

L-17 7.85 11.0 -

L-18 33.7 2.0 - 1.05 - 85.0 700-750

L-19 19.0 5.0 - L.87 - 70.0 700-750
4. 9 0 (i)

L-20 11.5 8.0 - 7.77 - 91.0 450-500

L-21 7.3 12.0 - 12.25 - 14.0 700-750
11.850()

L-22 8.0 10.6 5.0 Al 10.25 4.65 Al 32.5 700-750
10.60(k)

L-23 8.0 10.0 10.0 Al - 54.5 700-450

L-24 8.0 9.4 15.0 Al - - 64.5 700-750

L-25 8.0 8.9 20.0 Al 8.54 18.9 Al 80.0 700-750

L-26 10.0 8.5 5.0 Al 8.44 4.65 Al 45.0 700-750

L-27 10.0 8.2 10.0 Al - - 74.5 700-750

L-28(a) 11.5 8.0 - - -

(A) See notes at end of table.
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Intende& Extru BionComposition (We ight) Analyses (Wt.) condil•onms.
Alloy Mg/Li Third T-iTrd Foroe Temp.
Number Rajg % Li Element Li Element (kips) OF

L-29(a) 7.3 12.0 -

L-30(b) 7.3 12.0 - - - -

L-31 10.0 7.8 15.0 Al - - 89.5 700-750

L-32(o) 10.0 7.3 20.0 Al - -

L-33 10.0 8.9 2.0 Zn - - 67.0 500-550

L-314 10.0 8.7 14.0 Zn - - 75.0 500-550

L-35 10.0 8.5 6.0 Zn - - 81.0 500-550

L-36 10.0 8.4 8.0 Zn 8.2 7.96 Zn 86.0 500-550

L-37 8.0 10.9 2.0 Zn 10.75 2.03 Zn 42.0 500-550

11:3wk10.6 1

L-38 8.0 10.7 4.0 Zn 10.65 - 46.5 500-550

L-39 8.0 10.4 6.0 Zn 10.75 - 51.5 500-550

L-40 8.0 10.2 8.0 Zn - - 61.0 500-550

L-41 15.0 6.25 - 2.61 - 65.0 700-750

L-42 15.0 6.1 2.0 Zn 5.32 2.04 Zn 75.6 700-750

L-43 5.68 15.0 - 15.15 - 47.5 450-50013.31&)

L-n4• 4.0 2C.0 - 19.2 - 47.0 450-50015.3xk
1 7 : 9 (i)

L-45 15.0 6.0 4.0 Zn - - 80.0 700-750

L-46 15.0 5.9 6.0 Zn - - 78.0 700-750

L-47 17.0 5.9 - - - 78.0 700-750

L-48 17.0 5.8 2.0 Zn - - 89.0 700-750
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Intended Extru sio0,
Composition (Weigot) AnaRlses (Wt.)_ Conditions

Alloy Mg/Li Third I Third Force Temp.
Number Rat io A_4 Element Li Element (kjis) OF

L-49 17.0 5.6 4.0 Zn 87.0 700-750

L-50 17.0 5.5 6.0 Zn - 88.5 700-750

L-51 14.1 6.5 2.2 Al 7.64 2.02 Al 88.0 700-750

L-52 17.0 5.6 4.0 J1 - - 96.0 750-800

L-53 17.0 5.5 6.0 Al 92.0 800-850

L-54 17.0 5.8 2.0 Al - - 90.0 750-800

L--55 15.0 6.1 2.0 Al 5.1 1.87 Al 86.0 750-800

"L-56 15.0 6.0 4.0 Al 4.70 3.87 Al 95.0 750-400

L-57 15.0 5.9 6.0 Al 3.56 6.14 Al 93.0 800-850

L-58 6.0 13.6 5.0 Al 12.6(k 5.06 Al 55.0 700-750

13 :1 (1)

L-59 6.0 12.9 10.0 Al - - 54.0 700-750

L-60 6.0 12.2 15.0 Al - - 54.5 700-750

L-61 6.0 11.4 20.0 Al. - - 69.4 700-750

L-62(d) - - 45.4 Al - - - -

L-63(e) - 20.47 79.53 Al - - - -

L-64 6.0 13.6 5.0 Cd - - 37.5 500-550

L-65 6.0 12.9 10.0 Cd - - 46.5 500-550

L-66 6.0 12;2 15.0 Cd - - 53.0 500-550

L-67 6.0 11.4 20.0 Cd - - bl.0 500-550

L-b8 30.0 3.2 - - - 54.5 750-800

L-69 30.0 3.2 2.0 Al 1.93 1.65 Al 81.0 750-800

WADC TR 52-41 136



Intended Extru sion
Composition (Weight) Analyses (Wt.) Conditions~h)

Alloy Mg/Li Third Third Rorce Temp.
Number Ratio % Li Element % Li Element (kips) OF

L-70 30.0 3.1 4.0 Al 2.75 3.65 Al 75.0(f)750-8o0

L-71 30.0 3.0 6.0 Al - - 89.0(f)750-800

L-72 99.0 1.0 2.0 Al - - 61.5(g)750-800

L-73 99.0 1.0 4.0 Al - - 67.1(g)750-800

L-74 99.0 0.9 6.0 Al - - 72.0(g)750-800

L-75 - - 2.0 Al - - 5 9 .2(g)750-800

L-76 - - 4.0 Al - - 7 5 .0(g) 7 5 0-800

L-77 - - 6.0 Al 77.1-(g)750-800

L-78 - - 2.0 Zn - - 58.0(g)750-800

L-79 - - 4.0 Zn - - l.b (g) 7 5 0-800

L-80 - - 6.0 Zn - - 5 8. 7 (g) 7 50-800

L-81 99.0 1.0 2.0 Zn - - 6 3 . 5 (g) 7 5 0-800

L-82 99.0 1.0 4.0 Zn - - 6 0.2(g) 7 5 0-800

L-83 99.0 0.9 6.0 Zn - - 60.0(g)750-800

L-84 30.0 3.2 2.0 Zn - - 86.3 750-800

L-85 30.0 3.1 4.0 Zn - - 83.6 750-800

L-86(c) 30.0 3.0 6.0 Zn - - - -

L-87 6.0 14.0 2.2 Zn - - 34.0 700-750

L-88 6.0 12.9 10.0 Zn - - 40.0 700-750

L-89 6.0 12.2 15.0 Zn - - 42.5 700-750

L-90 6.0 11.4 20.0 Zn - - 35.0 700-750

L-91 8.12 11.0 - - - 50.0 450-500
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Intended Extrulioph)
Comporition (Weight) AnalYses (Wt.)- Conditions',)

Alloy Mg/Li Third Third Foroe Temp.
Numoer Ratio %L Element Ll Element (kiRs) OF

L-92 9.0 10.0 - - - 54.0 450-500

L-93(I) - 7.2 b7.5 Zn - - - -

L- 9 4(m) - 13.4 b3.2 Zn - -

L-95(n) - - 72.9 Zn - - -

L-96 7.0 12.3 1.o Zn - 1.8 Zn 70.0 450-500

L-97 7.0 12.0 4.0 Zn - - 90.0 450-500

L-98 7.0 11.7 b.0 Zn - - 130.0 450-500

L-99 7.0 11.5 8.0 Zn - - 120.0 450-500

L-100 7.0 11.2 10.0 Zn - - 100.0 450--.500

L-101(o) 7.0 10.b 15.0 Zn - - - -

L-102 7.0 10.0 20.0 Zn - - 190.0 450-500

L-103(o) 8.0 10.0 10.0 Zn - - - -

L-104(o) 8.0 9.8 12.0 Zn - - - -

L-105(o) 8.0 9.5 15.0 Zn - - - -

L-106(0) 8.0 8.9 20.0 Zn - - - -

L-107(o) 10.0 8.2 10.0 Zn - - -

L-108(o) 10.0 8.0 12.0 Zn .-- -

L-109 10.0 7.8 15.0 Zn 16.1 - 136.0 450-500

L-110(o) 10.0 7.3 20.0 Zn - - - -

L-1l1 15.0 5.8 8.0 Zn - - 148.0 550-600

L-112 15.0 5.6 10.0 Zn - - 144.0 600-650

L-113 15.0 5.3 15.0 Zn - - 140.0 600-650
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Intended Extru siol
ComDosition (Weight) Analyses (Wt.) Conditi•en•)

Alloy Mg/Li Third Third Kerooe Temp.
Number Ratio hLi Element Li Element (ki-s) 16F

L-114 15.0 5.0 20.0 Zn - - 150.0 600-650

L-115(P) 30.0 3.0 8.0 Zn - - - -

L-116 30.0 2.9 10.0 Zn - - 170.0 550-600

L-117 30.0 2.7 15.0 Zn - - 160.0 600-650

L-118 30.0 2.6 20.0 Zn - - 180.0 600-650

L-119 30.0 3.0 8.0 Zn - - 150.0 600-650

L-120 9.83 9.0 2.5 Al - 56.0 500-700

L-121 8.28 10.5 2.5 Al 9.85 - 80.0 500-600

L-122 7.13 12.0 2.5 Al 11.75 - 70.0 500-600

L-123 10.3 8.5 4.0 Al 7.95 5.9 Al 120.0 600-650

L-124 7.27 11.5 5.0 Al 10.3 5.3 Al 60.0 600-650

L-125(q) - - - - -

L-126 6.83 11.5 10.0 Al - - 64.0 600-650

L-127 6.73 11.0 15.0 Al - - 100.0 600-650

L-128 6.52 12.5 6.0 Al - - 64.0 600-650

L-129 b.36 12.5 8.0 Al - - 60.0 600-650

L-130 20.8 4.5 2.0 Al - - 150.0 600-650

L-131 31.3 3.0 3.0 Al - - 160.0 600-650

L-132 17.0 5.0 10.0 Al - - 160.0 600-650

L-133 14.0 6.0 10.0 Al - - 180.0 600-650

L-134 11.9 7.0 10.0 Al - - 174.0 600-650

L-135 - - 10.0 Al - - 140.0 ,00-700
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Intended Extrusioh
Composition (Weight) Analyles (Wt.) Condjtion, !)

Alloy Mg/Li Third Third Force Temp
Number Ratio Ll Element % L El egat (ki~s) OF

L-136 29.0 3.0 10.0 Al - 100.0 650-700

L-137(r) - 34.0 66.0 Al -...

L-138 1.64 19.3 49.1 Al - - 164.0 600-70

L-139 100.0 8.5 6.0 Al - - 100.0 650-700

L-140 - - 7.5 Al - - 160.0 b50-700

L-141 91.0 1.0 8.0 Al - - 16u.0 500-700

L-142 7.73 11.0 4.0 Al - - 70.0 500-?00

L-143 16.0 5.0 15.0 Al - - 150.0 500-700

L-144 23.3 3.5 15.0 Al - - 150.0 500-700

L-145 15.0 5.0 20.0 Al - - 150.0 500-700

L-146 21.9 3.5 20.0 Al - - 160.0 500-700

L-147(s) 5.33 15.0 5.0 Al .- -

L-148 5.20 15.0 7.0 Al - - 110.0 550-600

L-149 5.07 15.0 9.0 Al - - 88.0 550-600

L-150 3.80 20.0 4.0 Al - - 150.0 450-500

L-151 3.70 20.0 6.0 Al - - 104.0 550-600

L-152 3.60 20.0 8.0 Al - - 110.0 550-600

L-153 4.67 15.0 15.0 Al - - 70.0 500-700

L-154 4.33 15.0 20.0 Al - - 60.0 500-700

L-155 3.25 20.0 15.0 Al - - 70.0 500-700

L-156(o) 7.0 10.6 15.0 In - - - -

L-157(0) 8.0 10.0 10.0 Zn - -
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Intended Extru sio)
Comnosition (WeiLght) Analyses (Wt.) Conditions

Alloy i'I. Third Third Force Tem-n.

Number Ratio % Li Element L i Element (kiios) 'F

L-158 8.0 9.8 12.0 Zn - 11.7 Zn 60.0 500-700

11.7 Zic

L-159 8.0 9.5 15.0 Zn - - 60.0 500-700

L-160 8.0 8.9 20.0 Zn - - 60.0 500-700

L-161 10.0 8.2 10.0 Zn - - 60.0 500-700

L-1o2 10.0 8.0 12.0 Zn - - 60.0 500-700

L-1b3 10.0 7.3 20.0 Zn - - 70.0 500-700

L-164 30.0 3.0 8.0 - - 150.0 500-700

(a) Used for metallographic study.
(b) Alloy made with the addition of 75 LiCl-25 LIF flux.
(c) Not extruded.
(d) Intended to be Mgl7Al,2 phase.
(e) Intended to be AnLi phase.
(f) Extruded to 0.170" diameter rod, extrusion ratio 75.
(g) Extruded to 0.250" diameter rod, vxtrusion ratio 36.
(h) Extrusion conditions for extrusion to 0.125" diameter rod,

extrusion ratio 144 except as noted.
(W) Analysis since last final report, 7-27-50.
(j) Analysis since last final report, 1-3-50.
(k) Analysis since last final report, 3-7-50.
(1) Intended to be MgLiZn phase.
(m) Intended to be MgLi2Zn phase.
(n) Intended to be MgZn.
(o) Last in homogenization.
(p) Poor casting - scrap.
(q) Not made.
(r) Intended to be AiLi2.
(s) scrap.
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APPENDIX III

CALCULATION OF LATTICE PARAMETERS

FOR HEXAGONAL CLOSE-PACKED STRUCTURES

Assigning Indices to Low-Agle Transmission Lines

For normal HCP patterns (c/a = approx. 1.62), the order

of aopearance of lines on the film is as follows:

(100) (102)

(002) (1o)

(10) (103)

These lines can be readily assigned proper indices by

inspection or by comoaring measured and calculated sin2 Q values for

tentative assignment of indices.

Note? The structure factor = 0. Hence, there is no diffraction
line if L = an odd integer and (h + 2 k) = 3 n, where n =
0, 1, 2, 3, for a normal HCP plane of indices
(hk . L).

Calculation of A~nroximate ao Value

Use sin2 Q values (from film measurements) for two lines

of known (h k • L) as determined in the first section of this

Apoendix III above, for which L = 0 such as (100) and (110).

The basic equation is:

i 2Q 2 (h2 + hk + k2  + L2

Then:

si~n(110) - sin2 Q(1 0 0 )=

3a2- [h2 + hk + k 2 )1 1 0 - (h 2 + k 2 + hk)lo0]
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Solve this for o

Calculation of jpproximate cc Value

Use measured sin2O values for two known lines of similar

h and k values such as (101) and (102).

Then:

sin2 Q( 1 0 2 ) - ein2f( 1 0 1 ) = 2 - L2 (101)

Solve this for Oo

Note: For lines where the KaI, KXc 2 doublet is rnot resolved,
use a wave length ;k obtained by weighting A C twiceas much as 2Act2, since darker part of the line will be
nearer the Ci position.

Thus, >4= 1 [2 )Od * OC211

Assigning Indices to B.ok-Reflecti2n Lines

The basic equations are:

1 4 h2.+h 2  1 +[LO 2

2 sin a-

Then:

a0  4) [ (h2 + hk + k2 ) +(L 2• 2  1/2
ao' =o 7&- ) I-

To use this equation with known X, (see note above) and

measured sin 0 values:

a. Insert approximate values for ao and Co from II and III.

b. Since h, k, L and (h 2 + hk + k2 ) must all be integral

values, assume L = 0, 1, 2, 3, etc. successively and

from the above equation for each value of L, calculate the
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value of (W2 + hk + k 2 ).

o. At the correct value of L for the line in question,

(h 2 + hk + k 2 ) will be an integral value (or very close

to it) and the proper h and k values can be assigned for

the line by inspection.

Exapleof Method:

Unknown line has 0 = 500 (measured from film), approxi-

mate ao = 3.20, oo/ao = 1.62 (calculated from transmission lines),

- 1.5387.

1.287 L2 1/2
Then: 3.20 2 sin 30" (h 2 + k + k 2 ) + T_. ]

For L = O, (h 2 +hk + k2 ) = 7.7

L W, U =7.4

L = 2, =6.5

L = 3, = 5.1) Nearest to
4 integral

L=4, 6 = 3.1) value

By inspection, L cannot = 3 because no integral values

of h and k can make (h 2 + hk + k2 ) = 5. Therefore L must = 4 and

h = k, k = 1: (h 2 + hk + k 2 ) = 3.

Thus the unknown line at 0 = 500 is (11-4).

Determination QS AoUurate ý9- and C! Values from Ba-Reflection

Lines

Use any two lines for which indices have been determined

as above but preferably of highest possible 0 values for which

measured sin2 o values can be obtained.

The basic equation is:
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2,g= EX2h2 + hk +k2) 2

For any two lines of known indices insert known values

for:

sin2o

(h2 + hk + k 2 )

L2Lz

and solve the two resulting equations simultaneously for ao and Co.
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APPENDIX IV

METALLOGRAPHIC TECHNIQUE FOR MAGNESIUM-LITHIUM

BASE TERNARY ALLOYS

p_•imen Mounting

The successful use of microscopic examination of

quenchad specimens as a methodfor establishing phase boundaries

depends on the retention, at room temperature, of the equilibrium

microstructure obtained at some elevated temperature of interest.

Since the 1/8" diameter wire specimens required mounting for

handling, it was necessary to consider specimen mounting pro-

cedures which would minimize the alteration of the quenched con-

dition by reheating during this preparation for polishing.

The use of lucite and bakelite, curing under pressure

and in a temperature range approximately 130 to 1750C (26b-345oC),

were considered as second choice methods. Solders, waxes, mix-

tures of litharge and glycerin and clamp type mountings all have

limitations in usefulness as a medium for specimen mounting.

A solution to the problem was found in the use of

"Selectron 5 0 0 3 '(a), a thermosetting resin capable of being

"cast' to hold any shape oP specimen without pressure, curing at

room temperature. Mounts of cured "Selectronl develop a hardness

similar to lucite, respond to rough preparation similar to bake-

lite, have good melting characteristics for edge preservation,

develop a high polish, are resistant to most commonly used etch-

(a) Commercial Trade Name, produced by Pittsburgh Plate Glass
Co., Pittsburgh, Pa.
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ants and do not require elaborate equipment for processing. The

most significant disadvantage - the much longer time required to

cure the mount than one of the phenolic resin type - can be off-

set to some degree by the simultaneous preparation of any number

of mounts at one time. In practice, when making a large number

of mounts, the met-hod is considerably faster than lueite or bake-

lite mounting.

The principal steps in the mounting operation are out-

lined below.

1. A suitable mold for casting "Seleotronu around specimen

sections was found to be NO 101 Dixie cups, a small waxed

paper cup approximately 1" diameter at the base and

1 1 / 2 0 high. The polymerized mount is removed easily

from this expendable and inexpensive cup.

2. Seleotron 5003, a syrupy liquid, is mixed in the pro-.

portion 100 ml. Seleotron to 5 ml. of a catalyst,

tertiary butyl hydroperoxide, Just prior to use.

3. The mixture is "cast' into the mold with the transverse

and longitudinal sections to be examined in position in

the cup.

4. The casting resin will polymerize at room temperature

in a period of twotb three days leaving a tacky surface

layer which may be removed easily. Although not de-

aired for the phase boundary study, polymerization may

be accelerated by heating to a low temperature. For

example, a mount may be cured in approximately 4 hours
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at 8000 (1850F).

A photograph of the resin, catalyst, mold and completed

specimen is shown in Fig. 314.

Rough Preparation

The mounted specimens are drawn in one direction across

a sharp file similar to the type used for filing soft metals (for

example, an automobile body bumping file). The extremely sharp

teeth and the wide spacing simulate a miorotome effect and remove

the effects of distortion resulting from the sawing operation.

The file is cleaned frequently with a file card during the opera-

tion.

When a flat surface has been obtained the specimens

are ground sueoesueiVey',on #1, #1/0, #2/0 and #3/0 dry metallo-.

graphic emery papers using a few drops of paraffin dissolved in

kerosene as a lubricant to prevent smudmg and surface distortion.

Specimens are drawn in one direction across the papers placed over

a plate glass for support and the operation is continued only

long enough to remove the evidence of the preceding operation.

Specimens are then washed in soap and water to remove

the lubricant and abrasive particles.

Rough Polishing

Rough polishing is accomplished on a %Vel-Chameel (a)

cloth charged with a water suspension of #600 alundum flour, to

which is added 50 ml. of liquid soap per liter of suspension.

The abrasive is flooded on the wheel during the operation which

(a) Supplied by John Ritzenthaler, 73 Franklin Square, New York

13, N.Y.
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CATALYSTCASTINq E: ETAYBYTKJ:?ARY I]lY
THYRQPWFOXIDE

SPECIMEN SECTrIONS
AND MOLD C 7," E

Figure 34

Materials required for preparing a specimen for microscopic
examdnation and polystyrene resin at room temperature and without
pressure.
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requires approximately 10 seconds at a speed of 1200 RPM. Speci-

mens are rinsed in absolute alcohol, blown dry and examined under

the microscope.

Final PolishiRn

The most successful procedure for final polishing mag-

nesium-lithium base alloys employed a suspension of "Linde A" -

5175 alumina(a) on a "Vel Chamee" No. 5 wheel cloth at approxi-

mately 400 R.P.M. A suspension of 4 grams of Linde A in 500 ml.

of distilled water was a standard abrasive, to which was added

25 ml. of liquid soap for lubrication. The specimen was rotated

slowly for approximately 10 seconds in a direction counter to the

wheel rotation, using a relatively heavy pressure and relaxing

toward the end. A thin stream of distilled water was directed

toward the base of the specimen, the specimen was lifted into the

stream, transferred rapidly to an adjacent alcohol rinse and

blown dry with clean compressed air.

Etchi•g Xane sium-LithiL_• B Alloys

The general procedure for etching was to employ an

immersion technique for a controlled length of time. All solu-

tions used up to this time were at room temperature and specimens

wrere agitated continually while immersed. After etching, speci-

mens were transferred immediately to a small stream of absolute

ethyl alcohol and blown dry with filtered compressed air.

The singly most important type of etchant for these

alloys was "acetic pc of the following 'standard' formula:

(a) Supplied by Linde Air Products.
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100 parts of 6% (by weight) piric acid in absolute

ethyl alcohol

5 parts of glacial acetic acid

10 parts of distilled water.

This solution was applied to all alloys in an examination of

structure and it was found to be generally applicable to magnes-

ium-lithium-aluminum and magnesium-lithium-zino alloys to reveal

grain boundaries and distinguished between alpha and beta phases.

The etching characteristics of standard acetic picral for the

phases present in these two systems were as follows:

1. alpha phase- appeared clear and white, unstained,

usually twinned and with fair to good definition of

grain boundaries.

2. beta phase - appeared in various shades of brown to

blue-black, usually attacked and stained. Grain boun-

daries were visible in most cases.

3. intermediate phases - in either of the two systems the

intermediate phases were clear, ivory white, unattaaked,

usually heavily outlined from the matrix and unattacked.

One serious limitation of this etchant was the inability to pro-

duce a color distinction between the alpha phase and the inter-

mediate phases. A considerable amount of time was devoted to a

study of various modifications of the standard acetic pioral as

well as to the development of additional types of etchants to

distingaish between alpha and intermediate phases. The results

of these developments are described separately for each system.
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Etchikg Xaneu-,L iua-Aluninum A42js

A modification of the standard pioral-aeetio solution

was developed which produced a clear distinction between the

alpha and intermediate phases in certain ranges of alloy composi-

tion. The modification was the addition of 10 ml. of a 10%

aqueous solution of tartaric acid to the standard pioral-acetio

acid solution. These results have been observed?

1. alpha phase - appeared various shades of grey to pink.

2. beta phase - appeared dark blue-brown to black.

3. intermediate phase - appeared clear to white.

This color distinction between the two clear phases was of con-

siderable value in proubting the ease and acouraoy of estimating

the extent of the intermediate phase present. A comparison of.

the etching effect of standard acetic pioral and tartaric acid

modified acetic pioral is shown in Figs. 35 and 36.

The tartaric acid modified solution was found to be

the most useful in oases where alpha, beta and AlLi phases were

present simultaneously. When the beta phase was absent, etching

times became excessively long. As a general observation, it is

believed that the main use of the tartario acid addition will

be to supplement the observations of the stand*ard pioral acetic

acid reagent when AMLi phase is present.

An etchant composed of:

10 parts of 48% HF

90 parts of distilled water

was used to provide contrast between the phases alpha and
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Figure 35
Nec: 249 a-:50
OUpeIc: 1694 ~ 'ých: 100:5:10l Picr'al:

C?.acia1 Acetic .`cid:
I'Tater, 8 sec.

Longitudinal section of -1 1loy L-26 ("gei~-.hlithium-4.65
aluminumq) heat tre-qted 72 hours at 560'-.- and cruenched in kcerosene.
The betn ph,-se annenrs drlrk. rffe alnheq ;ýnd intermedipate phases
appear light, not clef~rly separated.

Figure 36

?Ieg: 248 -ae: 500X
Spec: M694 Etch: 100:5:10 Picral:

Glacial Acetic Acid:
WPater plus 10 ml. of 10%
tartaric acid.

Same structure as shown in Figure 35.' The modified solution pro-
duces a color distinction between alpha and the intermediate phase.
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(l17AL12- With this etohant the phase Ng17 A11 2 was colored light

brawn and the alpha phase remained white. A dark product of the

etching reaction tended to form in excessive amounts at the alpha

grain boundaries. When the etchant was applied to alloys con-

taining the AlLi phase, the AMLi particles were not clearly re-

solved.

In order to produce a distinction between the phases

A1Li and Xg 1 7 A1 1 2 when occurring in an alpha matrix, an etchant

was developed containing the following:

100 parts of 10% tartaric acid in water

5 parts of glacial acetic acid.

This etchant colored the alpha phase gray while the X91 7 Al1 2 and

AlLi particles remained clear and white. The distinction be-

tween AMLi and Mg1 7 A11 2 phases was on the basis of surface at-

tack at the boundaries between these phases and the alpha matrix.

The boundary between the alpha and Fg17112 is sharp and clear

while the boundary between the AlLi particles and the alpMa is

rough and irregular, giving a mottled appearance. One limitation

of this etchant is that a product of the etching reaction tends

to form in excessive amounts at the alpha grain boundaries.

Standard acetic picral was used with some success on

alloys containing the phases alpha, AMLi, and X 1 7 A1I2 . The

alpha phase was colored pink and orange~while the Intermediate

phases remained clear and white. The AlLi particles were at-

tacked heavily at their boundaries. The M17Al12 areas were

evenly and distinctly outlined.

WWD TE 52-41J 154~



At the present time no single etchant has been found

which will distinguish clearly the phases alpha, Mg17A11 2 and

AILi when present simultaneously. This distinction becomes in-

creasingly difficult when the relative amounts of the two inter-

mediate phases are small. In this situation the procedure was to

use several etchants (acetic picral, tartaric-acetic and EF in

water) and to estimate the kind and mount of phases present under

each condition of etching. This method was considered to give a

reasonably accurate estimate of the phase distribution.

F~tching XManeginm.-Lithium-Linc- Alljo

In general, the modified standard acetio-picral solu-

tions used in the magnesium-lithium-aluminum system were not ap-

plicable in this system.

The use of standard aoetic-pioral for alloys having a

predominantly beta structure was not suitable due to severe

staining of the beta phase. For these alloys the following

etchant was useful:

10 gin. salicylic acid

100 ml. ethyl alcohol.

The etching characteristics of the salicylic acid solution were:

1. alpha phase - clear, white, unattacked without grain

boundary definition or revelation of twinning planes.

2. beta phase - light brown without stainingj good grain

boundary definition.

3. MgLiZn phase - clear, white, unattacked.
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The following etching solution was developed to detect

small quantities of MgLiZn, even in the presence of the alpha

phlase.°
100 ml. H2 0 (distilled)

1 gin. KGn 0 4

10 drops H2SO (concentrated).

The characteristics of this etchant were as follows:

1. alpha phase- shades of grayish-blue; stained.

2. beta phase - blue-black to black, heavily attacked

and stained.

3. MgLiZn phase - white, unattacked, heavily outlined.

The permanganate solution, because of its vigorous

action on the alpha and beta phases, was used only to supplement

the information obtained with the standard acetic-picral and

salicylic acid solutions. It was observed that potassium per-

manganate decomposes when added to an alcoholic solution so it

could not be used as an addition to standard acetic-pioral or

the salicylic acid solutions.
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APPENDIX V

DETAILS OF CONSTRUCTION OF MODIFICATION

OF ELECTRICAL RESISTIVITY APPARATUS

@Re_.men Container and Container Cover
The original container, container cover and container

sealing system was replaced by a completely new cover and a re-

vised sealing flange construction.

Considerable thought was given to the selection of an

aluminum alloy for the cover and top section of the specimen

container. Alcoa alloy #356 (Al-7 Si-3 Mg) was chosen as having

the best weldability and retention of strength at elevated tem-

peratures.

A section of the original container extending approxi-

mately 2 in. below the top was removed and a new section, machined

from an annular cast ring of alloy #356, wasuelded to the original

2S alloy container. The whole operation was planned so that no

change in the original overall dimensions would result from the

modifications. The new cylinder top section was made 1/160

greater in wall thickness than the original container so that

more contact area would be available for gasketing between the

cover and container. Details of the modified container are shown

in Fig. 37.

Studs for securing the cover to the container were

1/49 - 20 X 20 stainless steel machine screws with the heads

removed. Eight studs were placed around the circumference of
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SSCALE: 

I"=2"

f HEXAGONAL SPECIMEN

HOLDER MOUNTING BLOCK

cdf ~ 4-2OX2" STAINLESS STEEL
STUDS - SPACED 46*APART

DILAND TAP J~STID.
P)DILL 2

41I ý 20X STUD

"co coo

I I m

FIGURE 37

SEALED ALUMINUM SPECIMEN CONTAINER FOR ELECTRICAL
RESISTIVITY APPARATUS
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the cylinder at intervals of 450. This arrangement was con-

sidered to give the optimum sealing pressure without,weakening

the container or depleting the gasket area excessively.

A new, solid cover for the specimen container was

machined from a cast disk of alloy #356 to replace the original

cover. In order to secure the best possible sealing conditions,

the cover was recessed into the container and a fit of very

close tolerance was maintained between the cover and specimen

container wall. A single hole was made in the cover, drilled

and topped for 1/2" steel pipe, to receive a nipple containing

electrical circuit wires and gas inlet pipe. Refer to Fig. 37.

Electrical Terminal Head Assembly

The original system of electrical circuit wire leads

from the container was replaced with a completely enclosed pipe

pot-head system. The electrical connections were led, by the

pipe system, to a point sufficiently distant from the container

cover, so that temperatures were low enough to employ soldered

wire terminals. An assembly drawing of the system is shown in

Fig. 38 and a photograph of the completed construction is given

in Fig. 12.

Referring to Fig. 38, a 1/2 in. x 4 1/2 in. standard

pipe nipple was mounted vertically in the specimen container

cover and was connected at the opposite end to a 1/2 in. standard

pipe "tee". A 1/2 in. standard pipe plug with a centrally lo-

cated 3/16 in. diameter hole was inserted into the vertical out-

let of the "tee". A sturdy, gas-tight atmosphere inletjIpe was
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16
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FIGURE38.

GAS-TIGHT ELECTRICAL TERMINAi. HEAD FOR ELECTRICAL RESI:
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LEGEND

Q 212 SECTION OF 3 STEEL PIPE

O HERMETIC CURRENT TAP SEALS

O HERMETIC THERMOCOUPLE SEALS

40 -ANNULAR FLANGES '!STEEL PLATE, BRAZED

6-32X clST'D MACHINE SCREWS
114 6-2X

OFUSITE HERMETIC TERMINAL NO.A-2033 SOFT SOLDER

15 ST'D NEEDLE VALVE "'PIPE

3" DISC OF 16BRASS

O BRAZE

16 1 OF •, ST'D COUPLING

"_ IX 3" ST'D PIPE NIPPLE

17
I~ ~ST'D PIPE UNIIONII I

2 STID PIPE NIPPLE

Ii GAS INPUT
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introduced by silver soldering a length of 3/lbw diameter ccpper

tubing into the plug. The tubing was cut such that the length

reached just to the bottom of the specimen container when the

cover was securely bolted down. This arrangement allowed the

flushing action of the protective atmosphere to sweep from the

bottom to the top outlet of the specimen container.

The lateral outlet of the "tee' wad fitted with a de-

mountable pipe extension system composed of a 1/2 in. x 2 1/2 in.

standard nipple, a 1/2 in. standard union, and a 1/2 in. x 3 in.

standard nipple. Such a universal type coupling was considered

necessary to facilitate placement of the cirouit wires without

unnecessary twisting when closing the pipe joints. The final

nipple terminated in a gas-tight pot-head into which all elec-

trical and thermocouple leads were led.

The pot-head was designed to be demountable in order

to facilitate the ease of repair and modification. The unit was

constructed from a section of 3 in. standard steel pipe, 2 1/2 in.

long. Two steel annular flanges, 1/2 in. wide and 1/8 in. thick

were brazed to the steel pipe. A pipe inlet from the container

was made by drilling a 1/2 in. hole in the side of the pot-head

and brazing a portion of a 1/2 in. standard pipe coupling in

position. Cover plates for the faces of the pot-head, 3 in. in

diameter, were machined from 1/16' hard-rolled brass sheet. These

covers were centrally located on the annular flanges and were

held in place by No. 6-32 x 1/2 in. long machine screws placed

at intervals of 450. The flanges were drilled and tapped to
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receive the zachine screws at the proper positions. Sealing be-

tween the cover plates and flanges was obtained by using 1/16 in.

"ItVellumoid"(a) sheet gasket material; washers under the cover

screws aided in giving an even pressure distribution on the gas-

ket over the flange area.

Gas-tight electrical terminals were obtained by using

stock type hermetic seals recessed and soldered into each of the

cover plates. Twelve outlet taps for the potential measuring

circuit were located on the front cover plate through a 20 con-

ductor oFusiteo(b) hermetic seal fitted with a keyed bakelite

connector. This arrangement permitted ease of demounting the

apparatus while maintaining identity of the measuring circuits.

Current input and thermocouple leads were brought through four

individual hollow tube hermetic seals on the back cover plate

of the pot-head. The terminals were sealed to the cover plate

by careful heating and allowing soft solder to fill the tube

after the wire was projected through.

A gas escape mechanism on the side of the pot-head was

provided in the form of an 1/8 in. brass needle valve fitted

into a tapped hole. With this device, flushing action and rate

of gas flow was observed by connecting the outlet side of the

needle valve to a wash bottle.

A relatively low temperature was maintained at the pot-

head to prevent damage to the hermetic seals. This was done by

(a) Mfg. by the Vellumoid Co., Worcester, Mass.
'b) Mfg. by the Fusite Corp., Cincinnati, Ohio.
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a water cooling coil of 12 turns of 3/16 in. diameter copper

tubing formed around the 2 1/2 in. length o pipe.

Revised Specimen Holder Assembly

A completely new specimen holding bracket was designed

and built to provide a rugged and more easily used mount than the

original holder. An assembly drawing of the improved specimen

holder is shown in Fig. 39.

The foundation of each unit was a block of OTransiteO(c)

1/2 in. x 1 in. x 1 I/4i in. A 5/32 in. groove was cut the entire

length of each block to provide a uniform seat for the 1/8 in.

diameter extruded rod specimen used in the determinations.

The eleatrical contacts to the specimens were made

through two individual, insulated, brass attachments fitted to

the transite block. Current is passed through the specimen ends

by a small brass fitting with a hole concentric with the groove

in the block and through which a brass thumb-screw applies posi-

tive pressure contact to the specimen. Refer to Fig. 39. The

potential tap was made in the form of a sharply pointed and car-

burized No. 2-56 x 5/8 in. long machine screw projecting down

through a small brass plate mounted directly over the specimen

groove. Fastenings on the "Transite* blocks were made with No.

2-56 stainless steel machine screws.

The specimen mounts were fastened to the flat surfaces

of a hexagonal, 2S aluminum block which was, in turn, securely

fastened to the cover of the container to project 5 7/8 in. into

W() Bonded Asbestos Sheet, Mfg. by Johns-Manville, 270 Madison
Ave., New York, N.Y.
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the container. Refer to Fig. 37. The specimen mounting blocks

were fastened with No. 6-32 x 3/4 in. long machine screws to each

of the sides of the hexagon at a carefully gauged length of 2 in.

between potential taps. To assure complete insulation of the

specimens from the supoort block, each mount was placed on a mica

sheet which projected back sufficiently to shield the current

connector from the aluminum base.

The current connectors were wired in series with 0.064

in. diameter solid copper wire fastened by washers under the heads

of the current connector retaining screws. Two wires of 0.032 in.

diameter solid copper were fastened to the potential tap bars, one

to each end, and then led through "TranaiteO stand-off insulators

to the pipe exit in the container cover.

Electrical insulation for the current and potential

measuring circuits was secured by using UVarglas" (d) woven glass

fibre tubing of proper wire size, capable of withstanding tempera-

tures up to 12000 F. Additional protection was provided for the

wires passing through the pipe exit system by wrapping the entire

length with several turns of 1 1/2 in. woven asbestos tape.

A Chromel-Alumel thermocouple, for determining internal

container temperature, was mounted on one of the Transite blocks

and projected 3 3/4 in. down into the container. The couple is

fibre-glass insulated with a porcelain tube at the welded end.

(d) Mfg. by Varflex Corp., Rome, N.Y.
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APPENDIX VI

EXPERIMENTAL PROCEDURE FOR PREPARATION AND

EVALUATION OF LOW ALLOY CONTENT MAGNESIUM BASE ALLOYS

Melting and Alloying

All alloys were melted and alloyed in Tercod crucibles

in a gas-fired furnace. Melt sizes averaged 3500 grams (7.7

pounds). The magnesium used was Dow Pure notched ingot. The

charge was protected and refined with Dow 310 flux. The general

procedure was to melt down the magnesium under flux, raise the

melt temperature to 1350-14000F, make all alloying additions at

the same time as the element (or as discussed below) and immedi-

ately begin stirring for two minutes with a graphite or plain

carbon steel rod. After the stirring operation any massive ac-

cumulation of flux on the melt surface was removed and fresh flux

was sprinkled lightly on the surface. Melts were usually super-

heated to approximately 15000F to permit better separation of

non-metallics, removed from furnace, cooled to the pouring tem-

perature range 1325-13500F, and cast into ingot slabs for rolling

into sheet. The temperature of the melting procedure in all

phases was controlled by means of a chromel-alumel thermocouple

immersed in the melt in a steel sheath. A spectrographic pencil

was cast from each heat.

The melting and alloying procedures recommended by the

Dow Chemical Company were followed as closely as possible. Speci-

fic details for alloying prmcedures used are summarized below.
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1. Zine was added as New Jersey Zinc Horsehead Special,

99.99 + % zinc.

2. Cerium was added as Cerium Standard, approximately 50A

cerium, the balance being other rare earths and the

order of 1% iron. The procedure followed was:

a. Using Dow 310 flux, skim and sludge (if necessary)

prior to making additions.

b. Add Cerium Standard at 13500F, together with other

additions, if any, by placing in a hand ladle and

washing gently below surface until dissolved.

o. Stir thoroughly for at least two minutes and raise

temperature of melt to 1450OF.

d. Dust lightly with Dow 310 flux.

e. Hold 15 minutes at 14500F, remove from furnace and

cool to 13500F.

f. Pour at 13500F.

3. Zirconium was added either as (a) zirconium sponge or

(b) dense zirconium tetrachloride.

a. Based upon recommendations from the Dow Chemical

Company, Magnesium Division, an experimental pro-

cedure was established for introducing the zircon-

ium sponge in magnesium.

A small quantity of zirconium sponge was obtained

from the U.S. Bureau of Mines in the form of a com-

pacted cake approximately 3 1/2 in. diameter and 2

in. thick. The cake was broken into small pieces
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with a hammer and sized according to the following

schedule*.

Size Disposition

Greater than Veturned for further
1/2 in. breakdown.

1/2 in. to used for alloying in
1/8 in. magnesium. This fraction

was stored in a tightly
sealed container.

Less than stored in a tightly sealed
1/8 in. container and not used for

alloying.

The following procedure was followed in alloying

magnesium with zirconium sponge:

1. Dow Pure was melted under Dow 310 flux and

the melt temperature was raised to I4O0F

and controlled at this temperature as closely

as possible.

2. The sponge addition was weighed and placed in

a cup-type ladle previously preheated to a

red color. For a magnesium-l.0 zirconium com-

position a 3.2% addition of sponge was made.

3. The flux was pushed back, the ladle was in-

serted and was withdrawn immediately, holding

a small quantity of melt in the cup. The cup

was rested against the crucible wall above the

melt and the melt helper stirred the tiny melt

in this cup ladle with a pointed steel bar for

approximately 30 seconds. The ladle was again
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immersed to obtain a fresh portion of melt

and the stirring was repeated. This cycle

was continued until all of the sponge was re-

moved from the cup. During this operation

burning in the cup was controlled by quench-

ing in the main melt, where Dow 310 flux was

added when needed. An attempt was made to

hold the melt temperature at 1400OF during

alloying.

4. Following the introduction of zirconium, the

melt was dusted lightly with Dow 310 and al-

lowed to stand quietly for 15 minutes in the

furnace at a temperature of 14000F. This

temperature was maintained as constant as

possible.

5. The crucible was removed from the .irnace, the

melt was cooled and finally poured at 13500F.

b. Addition of zirconium by means of dense zirconium

tetrachloride.

The following general procedure was used in the

addition oV zirconium by means of dense zirconium

tetrachloride:

1. Veigh:1the salt and then preheat it for two

hours at 175-200#F wrapped in 0.002 in.

aluminum foil.

2. Melt magnesium inder Dow 310 flux and heat
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to 1400 t 25 0 F.

3. Skim the melt.

4. Immerse the foil-wrapped salt below the sur-

face of the melt at 1400 - 250 F, using Dow

#310 liberally to control burning. Allow two

minutes for bubbling condition to stop and

then stir for three minutes.

5. Skim and dust with Dow #310 flux.

6. Hold the melt at 1400-1425OF for fifteen

minutes tD allow time for settling out of flux.

7. Remove from the furnace. Cool the melt to

1350OF and then pour it.

Two modifications of this method were made. The

use of aluminum foil was discontinued as aluminum

reduces the solubility of zirconium in magnesium.

Also, preheating of the salt was omitted as un-

necessary and perhaps detrimental. When the salt

was preheated a distinct odor of hydrochloric acid

was observed as well as a change in the surface

appearance of the salt. The zirconium tetrachloride

was stored in a sealed Jar to prevent reactions with

moisture in the air.

Casting Ingots for Rolling

Ingots for rolling were cast in a graphite mold in which

two ingbts were cast at one time from a single sprue using a large

vertical riser over each ingot. The bottom surface of the ingots
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cast in this mold became progressively roughened and porous so it

was considered necessary to make a permanent cast iron mold. The

principle of bottom feeding from a well of metal at one end of

the ingots was incorporated.in the design of the new mold. In ad-

dition, a perforated steel screen was placed vertically in the

sprue to screen out possible oxide or flux inclusions but this

screen was discontinued after several trials. The surfaces of

ingots cast in this iron mold were consistehtly better than those

ingots cast in the graphite mold.

Rolling Procedure

The slabs were homogenized 16 to 20 hours at the tem-

perature selected for hot rolling. All rolling was done on a

3 in. x 5 in. Oliver mill running at a constant speed of 16 1/2

feet per minute. The roll temperature was maintained constant at

4000F during all hot and warm rolling operations by means of gas

flames manually regulated.

Warm rolling was carried out at 400*F in the case of

magnesium-zinc-cerium alloys and at 5001F in the case of magnesium-

zirconium alloys. Stock for warm rolling was hot rolled to 0.200

in., air cooled, and later heated to the warm rolling temperature.

In general, slabs were reduQed to 0.200 in. on a

schedule of constant draft. From 0.200 in. to 0.064 in., the

slabs were reduced by a constant percentage of reduction between

reheats. Sheet to be cold rolled was reheated one hour at the

rolling temperature, air cooled, pickled and cold rolled 15% re-

duction at 0.001 in. per pass to the final thickness.
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Thermal Treatment

Temperatures for annealing and stress relieving were

determined from a recrystallization curve plotted for each con-

dition of rolling for each composition. The heat treatment tem-

peratures were selected to finish sheet in the following conditons:

1. "Stress-relievedO at a temperature near the lower limit

of the recrystallization temperature range. Identified

by "s" in alloy designations.

2. OLow temperature annealedO in the approximate middle of

the recrystallization temperature range. Identified as

"(L)" in alloy designations.

3. "High temperature annealed" near the upper limit of the

recrystallization temperature range. Identified as

"(H)" in alloy designations.

Thermal treatment after rolling was carried out on

blanks sheared for later machining to test specimens. The blanks

were compressed between flat plates during heating to flatten.

Cold rolled blanks were flattened when necessary by heating be-

tween plates for 1 hour at 250 to 275 0 F.

Mechanical Testing

1. Hardness. Recrystallization curves were established by

Vickers hardness testing equipment using a 5 kilogram

load. Specimen preparation for hardness testing was

carried through #3/0 metallographic emery paper.

2. Tensile Testing. Specimens for tensile testing were

machined from blanks to a standard 2 in. gage length,
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0.505 in. wide in a 3 in. long reduced section and 3 /4

in. wide at the grip ends. The specimens were tested

in a Southwark-Emery hydraulic testing machine using

Templin Grips. Strain was measured with a Peters Ex-

tensometer in conjunction with a Southwark-Emery stress-

strain recorder. The yield strength was taken at 0.2%

offset on the stress-strain curve.

3. Compression T2t ng. Blanks were machined to 5/8 in.

wide by 2 5/8 in. long specimens. These were mounted

in a fixture to prevent buckling and tested in a South-

wark-Emery hydraulic testing machine. Strain was

measured with a Peters Averaging Compressometer in con-

junction with a Southwark-Emery stress-strain recorder.

The yield strength was taken at 0.2% offset on the

stress-strain curve.

4. Notch Sensitivity Testing. Specimens used in the static

notched bend test were 0.062 in. thick (data were cor-

rected to this thickness value by means of a nomograph),

I in. wide, 3 1/8 in. long, with a 45 degree notch in

each edge located 3/4 in. from one end so that the dis-

tance between the roots of the notches was 0.50 in.

The radius at the root of the notch was 0.030 in. Speci-

mens were gripped in on Olsen Stiffness Tester such that

the roots of the notches were 1/8 in. from the clamping

bar of the vise. A load was applied 2 in. from the vise

and simultaneous readings of percent of maximum bending
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moment and angular deflection in degrees were recorded

as the specimen wag stressed to destruction. The fol-

lowing information war computed from the test data and

tensile test data'

a. Ultimate Torque (in.-lbs.)

Ultimate Torque = % max. bend. moment x 40 in.-lbs.

b. Ultimate Bend Angle (Degrees); determined directly

from test data.

C. Static Rupture Energy (in.-lbs.); obtained by

integration of total area under percent maximum

bending moment versus angular deflection curve with

a planimeter.

d. Strength Factor = Ultimate Torque (in.-lbs.)
Ultimate Tensile Strength (kips

per square inch)

e. Ductility Factor = Ultimate Bend Angle (Degrees)
Tensile % Elongation in 2 inches

f. Toughness Factor = Static Rupture Energy (in.-lbs.)
Ultimate Tensile Strength x b

Elongation

Spectrographic Analyses

Spectrographic analyses, when determined, were made on

a Baird 3 meter spectrograph in conjunction with a Leeds and.

Northrup Microphotometer and Speedomax Recorder. Specimens for

analysis were 1/4 in. diameter pencils 4 in. long cast Just prior

to casting each heat.
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0.505 in. wide in a 3 in. long reduced section and 3/4

in. wide at the grip ends. The specimens were tested

in a Southwark-Emery hydraulic testing machine using

Templin Grips. Strain was measured with a Peters Ex-

tensometer in conjunction with a Southwark-Emery stress-

strain recorder. The yield strength was taken at 0.2%

offset on the stress-strain curve.

3. Compression Testing. Blanks were machined to 5/8 in.

wide by 2 5/8 in. long specimens. These were mounted

in a fixture to prevent buckling and tested in a South-

wark-Emery hydraulic testing machine. Strain was

measured with a Peters Averaging Compressometer in con-

Junction with a Southwark-Emery stress-strain recorder.

The yield strength was taken at 0.2% offset on the

stress-strain curve.

4. Notch Sensitivity Testing. Specimens used in the static

notched bend test were 0.062 in. thick (data were cor-

rected to this thickness value by means of a nomograph),

1 in. wide, 3 1/8 in. long, with a 45 degree notch in

each edge located 3/4 in. from one end so that the dis-

tance between the roots of the notches was 0.50 in.

The radius at the root of the notch was 0.030 in. Speci-

mens were gripped in an Olsen Stiffness Tester such that

the roots of the notches were 1/8 in. from the clamping

bar of the vise. A load was applied 2 in. from the vise

and simultaneous readings of percent of maximum bending
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moment and angular deflection in degrees were recorded

as the specimen was stressed to destruction. The fol-

lowing information was computed from the test data and

tensile test data:

a. Ultimate Torque (in.-lbs.)

Ultimate Torque = % max. bend. moment x 40 in.-lbs.

b. Ultimate Bend Angle (Degrees); determined directly

from test data.

C. Static Rupture Energy (in.-lbs.); obtained by

integration of total area under percent maximum

bending moment versus angular deflection curve with

a planimeter.

d. Strength Factor = Ultimate Torque (in.-lbs.)
Ultimate Tensile Strength (kips

per square inch)

e. Ductility Factor = Ultimate Bend Anvle (Degrees)
Tensile 3 Elongation in 2 inches

f. Toughness Factor = Static Rupture Energy (in.-lbs.)
Ultimate Tensile Strength x

Elongation

Spectrograohic Analyses

Spectrographic analyses, when determined, were made on

a Baird 3 meter spectrograph in conjunction with a Leeds and.

Northrup Microphotometer and Speedomax Recorder. Specimens for

analysis were 1/4 in. diameter pencils 4 in. long cast just prior

to casting each heat.
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